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CITY ADMINISTRATOR JOHN WALSH

PUBLIC WORKS DIRECTOR MOUHAMAD ZAHER
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ASSOCIATE CITY PLANNER JENNY DIMSHO
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OTAK, INC
808 SW THIRD AVENUE, SUITE 800
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ARCHITECT PHILIP PITTSENBARGER

WATER RESOURCES KEVIN TIMMINS

CIVIL ENGINEER KEITH BUISMAN

STRUCTURAL ENGINEER SEAN CLARK

SURVEYOR SUE TSOI

CONSTRUCTION MANAGEMENT MIKE WILLIAMS

NV5
703 BROADWAY STREET, SUITE 650
VANCOUVER, WASHINGTON 98660
360-693-8416

GEOTECHNICAL ENGINEER SHAWN DIMKE

ENVIRONMENTAL ENGINEER COLBY HUNT

PACIFIC HABITAT SERVICES
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TIGARD, OREGON 97223
503-718-0075

COST ESTIMATOR TERRY WALTON

ST. HELENS RIVERWALK

PROJECT TEAM

SHEET INDEX

G0.01 COVER SHEET
G0.02 EXISTING CONDITIONS

CIVIL
C0.1 GENERAL NOTES
C1.0 SITE DEMO, GRADING & GRUBBING
C2.0 CIVIL SITE UTILITIES & STORM
C2.1 STORM PROFILE AND PLANTER DETAIL
C3.0 UTILITIES & STORM DETAILS
C3.1 UTILITIES & STORM DETAILS
EC-00 EROSION CONTROL COVER SHEET AND GENERAL NOTES
EC-10 EXISTING CONDITIONS AND DEMOLITION
EC-20 GRADING CONSTRUCTION
EC-21 STREET AND UTILITY CONSTRUCTION
EC-22 VERTICAL CONSTRUCTION
EC-23 FINAL STABILIZATION
EC-30 EROSION CONTROL DETAILS

LANDSCAPE
L1.01 SITE MATERIALS PLAN
L1.02 ENLARGED SITE MATERIALS PLANS
L1.03 ENLARGED SITE MATERIALS PLANS
L1.04 ENLARGED PLANS & ELEVATIONS
L1.05 ENLARGED PLANS & ELEVATIONS
L2.01 LAYOUT PLAN
L3.01 GRADING PLAN
L4.01 IRRIGATION PLAN
L5.01 PLANTING PLAN
L6.01 SITE DETAILS - HARDSCAPE
L6.02 SITE DETAILS - WALLS & STAIRS
L6.03 SITE DETAILS - STONE
L6.04 SITE DETAILS - GUARDRAILS & HANDRAILS
L6.05 SITE DETAILS - PLAYGROUND
L6.06 SITE DETAILS - SITE FURNISHINGS
L6.07 SITE DETAILS - SIGNAGE
L6.08 SITE DETAILS - SIGNAGE
L7.01 IRRIGATION & PLANTING DETAILS

ARCHITECTURE
A0.01 CODE SUMMARY, ABBREVIATIONS, SYMBOLS AND ASSEMBLIES - ARCHITECTURE
A0.02 SITE PLAN
A2.01 STAGE PLANS
A2.02 STAGE EXTERIOR ELEVATIONS AND SECTION
A2.03 PAVILION PLANS AND ELEVATIONS
A2.04 DETAILS

STRUCTURAL
S0.01 GENERAL STRUCTURAL NOTES
S2.00 SITE PLAN
S2.01 STAGE PLANS
S2.03 PAVILION PLANS
S3.00 GABION WALL & CONC. RET. WALL
S5.01 FOUNDATION DETAILS
S5.02 FOUNDATION DETAILS
S5.03 FOUNDATION DETAILS
S6.01 FRAMING DETAILS
S6.02 FRAMING DETAILS

ELECTRICAL
E0.01 SYMBOLS, LEGEND AND ABBREVIATIONS
E0.10 LUMINAIRE SCHEDULE - ELECTRICAL
E1.01 SITE PLAN - ELECTRICAL
E4.01 STAGE, STORAGE PLAN AND PAVILION - ELECTRICAL
E5.01 DETAILS - ELECTRICAL
E8.01 ONE LINE DIAGRAM - ELECTRICAL

AGG AGGREGATE
CL CENTERLINE
CONC. CONCRETE
C.I.P. CAST IN PLACE
DIA DEVELOPMENT IMPACT AREA
DIAM DIAMETER
DBH DIAMETER AT BREAST HEIGHT
E EASTING
ELEV ELEVATION
EX. EXISTING
FG FINISH GRADE
FS FINISH SURFACE
H.P. HIGH POINT
L.A. LANDSCAPE ARCHITECT
LG LARGE
L.P. LOW POINT
MAX. MAXIMUM
MIN. MINIMUM
N NORTHING
N.I.C. NOT IN CONTRACT

OD OUTSIDE DIAMETER
O.P.C.I OWNER PROVIDED, 

CONTRACTOR INSTALLED
PVMT PAVEMENT
R RADIUS
REQ'D REQUIRED
REF REFERENCE
REP REPRESENTATIVE
SPECS SPECIFICATIONS
SS STAINLESS STEEL
TAN TANGENT
TB TOP OF BASALT
TC TOP OF CURB
TEMP TEMPORARY
TS TOP OF STAIR
TW TOP OF WALL
TYP. TYPICAL
W/ WITH
V.I.F. VERIFY IN FIELD

ABBREVIATIONS

1. SURVEY INFORMATION USED FOR BASE BID PROVIDED BY OTAK, INC. BASED ON
COMPILED TOPOGRAPHIC SURVEY INITIALLY COMPLETED MARCH 19. 2021,
ELEVATIONS ARE BASED ON CITY OF ST. HELENS VERTICAL DATUM: NAVD88,
UNITS: INTERNATIONAL FEET, TAX LOTS: T4N R1W SEC 3 TL 100, 200, T4N R1W
SEC 3BA TL 7500, S 1ST STREET, COWLITZ STREET, STRAND STREET R/W,
ESTABLISHED PER BENCH MARK SHOWN IN THE PLANS.

2. HORIZONTAL DATUM: REFERENCED TO ORCS COLUMBIA WEST ZONE.

3. SURVEYS MAY NOT BE COMPLETE OR ACCURATE. CONTRACTOR TO VERIFY
EXISTING SITE CONDITIONS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL BRING
ANY DISCREPANCIES TO THE ATTENTION OF THE OWNER'S REP PRIOR TO
BEGINNING CONSTRUCTION.

4. CONSTRUCTION LAYOUT (ALL ACTUAL LINES AND GRADES) SHALL BE STAKED BY A
PROFESSIONAL SURVEYOR, REGISTERED IN THE STATE OF OREGON, BASED ON
COORDINATES, DIMENSIONS, BEARINGS, AND ELEVATIONS, AS SHOWN IN THE
PLANS.

5. PROJECT CONTROL SHALL BE FIELD VERIFIED AND CHECKED FOR RELATIVE
HORIZONTAL POSITION PRIOR TO BEGINNING CONSTRUCTION LAYOUT.

6. PROJECT CONTROL SHALL BE FIELD VERIFIED AND CHECKED FOR RELATIVE
VERTICAL POSITION BASED ON THE BENCHMARK STATED HEREON, PRIOR TO
BEGINNING CONSTRUCTION LAYOUT.

7. THE COMPLETED INSTALLATION SHALL CONFORM TO ALL APPLICABLE FEDERAL,
STATE, AND LOCAL CODES, ORDINANCES, AND REGULATIONS. ALL PERMITS,
LICENSES, AND INSPECTIONS REQUIRED BY THE GOVERNING AUTHORITIES FOR THE
EXECUTION AND COMPLETION OF WORK SHALL BE SECURED BY THE CONTRACTOR
PRIOR TO COMMENCING CONSTRUCTION.

8. ATTENTION: OREGON LAW REQUIRES YOU TO FOLLOW RULES ADOPTED BY THE
OREGON UTILITY NOTIFICATION CENTER. THOSE RULES ARE SET FORTH IN OAR
952-001-0010 THROUGH OAR 952-001-0090. YOU MAY OBTAIN COPIES OF THE
RULES BY CALLING THE CENTER. (NOTE: THE TELEPHONE NUMBER FOR THE
OREGON UTILITY NOTIFICATION CENTER IS 503-232-1987). EXCAVATORS MUST
NOTIFY ALL PERTINENT COMPANIES OR AGENCIES WITH UNDERGROUND UTILITIES
IN THE PROJECT AREA AT LEAST 48 BUSINESS-DAY HOURS, BUT NOT MORE THAN
10 BUSINESS DAYS PRIOR TO COMMENCING AN EXCAVATION, SO UTILITIES MAY BE
ACCURATELY LOCATED.

9. THE LOCATION OF EXISTING UNDERGROUND UTILITIES SHOWN ON THE PLANS ARE
FOR INFORMATION ONLY AND ARE NOT GUARANTEED TO BE COMPLETE OR
ACCURATE. CONTRACTOR SHALL VERIFY ELEVATIONS, PIPE SIZE, AND MATERIAL
TYPES OF ALL UNDERGROUND UTILITIES PRIOR TO COMMENCING WITH
CONSTRUCTION AND SHALL BRING ANY DISCREPANCIES TO THE ATTENTION OF
LANDSCAPE ARCHITECT, 72 HOURS PRIOR TO START OF CONSTRUCTION TO
PREVENT GRADE AND ALIGNMENT CONFLICTS.

10. THE DESIGNER OR OWNER IS NOT RESPONSIBLE FOR THE SAFETY OF THE
CONTRACTOR OR THEIR CREW. ALL O.S.H.A. REGULATIONS SHALL BE STRICTLY
ADHERED TO IN THE PERFORMANCE OF THE WORK.

11. TEMPORARY AND PERMANENT EROSION CONTROL MEASURES SHALL BE
IMPLEMENTED. THE CONTRACTOR SHALL ADHERE OREGON STATE DEQ 1200-C
PERMIT EROSION CONTROL FOR MINIMUM EROSION CONTROL MEASURES. THE
FACILITIES SHOWN IN THESE PLANS ARE THE MINIMUM REQUIREMENTS FOR
ANTICIPATED SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, FACILITIES
SHALL BE UPGRADED AS NEEDED FOR UNEXPECTED STORM EVENTS AND TO
ENSURE THAT SEDIMENT AND SEDIMENT LADEN WATER DOES NOT LEAVE THE
SITE.

12. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL ROADWAYS, KEEPING
THEM CLEAN AND FREE OF CONSTRUCTION MATERIALS AND DEBRIS, AND
PROVIDING DUST CONTROL AS REQUIRED.

13. TRAFFIC CONTROL SHALL BE PROVIDED BY THE CONTRACTOR THROUGHOUT
CONSTRUCTION. CONTRACTOR SHALL PROVIDE A TRAFFIC CONTROL PLAN TO THE
CITY OF ST. HELENS FOR REVIEW AND APPROVAL PRIOR TO COMMENCING
CONSTRUCTION.

14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING AND SCHEDULING
ALL WORK WITH OWNER.

15. NOTIFY THE  OWNER'S REPRESENTATIVE 72 HOURS BEFORE STARTING WORK. A
PRE-CONSTRUCTION MEETING WITH THE OWNER'S REPRESENTATIVE, THE
LANDSCAPE ARCHITECT, CONTRACTOR  SHALL BE REQUIRED.

16. SUBGRADE AND TRENCH BACKFILL SHALL BE COMPACTED TO AT LEAST 95% OF
THE MAXIMUM DRY DENSITY AS DETERMINED BY ASTM D-698. FLOODING OR
JETTING THE BACKFILLED TRENCHES WITH WATER IS NOT PERMITTED.

17. THE CONTRACTOR SHALL LEAVE ALL AREAS OF PROJECT FREE OF DEBRIS AND
UNUSED CONSTRUCTION MATERIAL.

18. CITY STAFF SHALL BE SUPPLIED WITH MATERIAL CERTIFICATION FOR ALL
MATERIALS USED ON PUBLIC INFRASTRUCTURE.

GENERAL NOTES
CITY OF ST. HELENS

COLUMBIA BLVD

G0.01

COVER SHEET

J. CARLSON

S. SIMMS

PROJECT SITE

CITY OF ST. HELENS
265 STRAND STREET
ST. HELENS, OREGON 97051
503-397-6272

ST HELENS ST

CITY PROJECT NUMBER:
P-525 A

LOCATES
(48 HOUR NOTICE PRIOR TO EXCAVATION)
OREGON LAW REQUIRES YOU TO FOLLOW THE RULES ADOPTED BY THE
OREGON UTILITY NOTIFICATION CENTER. THOSE RULES ARE SET FORTH
IN OAR 952-001-0010 THROUGH OAR 952-001-0090. YOU MAY OBTAIN
COPIES OF THE RULES FROM THE CENTER BY CALLING (503) 246-1987

ONE CALL SYSTEM 1-800-332-2344
PUBLIC WORKS SUPERVISOR, DAVE ELDER (503) 397-3532, MUST BE
NOTIFIED 48 HOURS IN ADVANCE TO COORDINATE ANY TAPS OR WATER
VALVE OPERATION. THE CONTRACTOR IS NOT ALLOWED TO OPERATE
ANY WATER VALVES CONTROLLING FLOW TO NEW PIPING FROM THE
CITY'S POTABLE WATER SYSTEM.

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION
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SANITARY MANHOLE
STORM MANHOLE

APPROXIMATE MANHOLE SIZE/LOCATION 
CATCH BASIN

FIRE HYDRANT

WATER VALVE

GAS VALVE

COMMUNICATION MANHOLE

COMMUNICATION RISER

WATER METER
WATER VAULT

GAS VENT

TRAFFIC SIGNAL CONTROL CABINET

SURVEY CONTROL

OTAK SYMBOL LEGEND

CURB INLET

NOTE: CONTOURS SHOWN AT 1' INTERVALS

COMMUNICATION VAULT

AREA DRAIN

CLEAN OUT

BLOW OFF VALVE

WATER MANHOLE

FIRE DEPARTMENT CONNECTION
POST INDICATOR VALVE

WELL
HOSE BIB
IRRIGATION CONTROL VALVE

GAS SHUT OFF
GAS LINE MARKER SIGN
GAS METER

COMMUNICATION MARKER SIGN
ELECTRIC MANHOLE
ELECTRIC SUBSURFACE JUNCTION BOX
ELECTRIC SURFACE JUNCTION BOX
POWER VAULT

ELECTRIC METER
ELECTRIC TOWER
ELECTRIC MARKER SIGN
YARD LIGHT
COBRA LIGHT POLE
LUMINAIRE
LIGHT POLE

TRAFFIC JUNCTION BOX
TRAFFIC SIGNAL LOOP

TRANSFORMER

DITCH INLET
YARD/AREA DRAIN

S

D

W

W
W

HB

SPRINKLER HEAD
C
C

P

P
T

LP
DET

DRYWELL

GAS VAULTG

GAS LINE

= DECIDUOUSDEC

SIGN

DECIDUOUS TREE

EVERGREEN TREE

= EVERGREENEVER

= CONCRETECONC.

STORM LINE
SANITARY LINE

OVER HEAD UTILITY LINE
WATER LINE

FENCE (AS NOTED)
WETLAND AREAS (AS LOCATED IN FIELD)
RAMP

= DETECTABLE WARNING PADD.W.P.

POWER LINE
COMMUNICATION LINE

CULVERT PIPE

HANDICAPPED PARKING

LINE CONTINUES

UTILITY POLE
CATERNARY/GUY POLE
SIGNAL POLE
PEDESTRIAN SIGNAL POLE
GUY ANCHOR
SIGNAL HEAD

BOLLARD
PARKING METER
FLAG POLE
MAILBOX

TEST PIT
MONITORING WELL

OIL FILL/TANK VENT

SIGN POST

BORE HOLE
POT HOLE

BIKE LANE

H.O.V. LANE

SHRUB

SAMPLE PLOT

SS
SD
G

OHL
W
P

COM

X

TP
MW
BH
PH
SP

STUMP

ST. HELENS RIVERWALK
EXISTING CONDITIONS SURVEY & BOUNDARY

1ST IMPORT: 03/19/2021
DRAFTER: DAC

PROJECT COORDINATES AND ELEVATIONS:

COORDINATES ARE ORCS COLUMBIA WEST ZONE

ELEVATIONS ARE NAVD88

UNITS IN INTERNATIONAL FEET

NOTE: CONTOURS SHOWN AT 1' INTERVALS

SCALE IN FEET
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29

COLUMBIA RIVER

COWLITZ STREET

LIGHTHOUSE
(EXISTING TO REMAIN)

LAWN

ORDINARY HIGH WATER
(ELEV. 14.6')

ORDINARY LOW WATER
(ELEV. 2.9')

AMPHITHEATER
(EXISTING)

SPLASH PAD
(EXISTING)

LAWN LIGHTING, REF.
ELECTRICAL, TYP.

EX. GANGWAY TO REMAIN

EX. PLANTERS TO REMAIN

SITE LIGHTING,
REF. ELECTRICAL,
TYP.

FLOW-THROUGH PLANTER,
REF. CIVIL

PA

LAWN

LAWN

LAWN

LAWN

STREET IMPROVEMENTS
BY OTHERS, REF. S 1ST

AND STRAND EXTENSION
PROJECT

EX. TREE TO REMAIN

LIMIT OF WORK

EXISTING STORMWATER
OUTFALL

STREET IMPROVEMENTS
BY OTHERS, REF. S 1ST

AND STRAND EXTENSION
PROJECT

SPLASH PAD
(EXISTING)

TIDE STATION
(EXISTING TO REMAIN)

LAWN
LAWN

LAWN

EX. TREE TO REMAIN

RELOCATED
SPLASH PAD VAULT,

REF. ELECTRICAL

REVEGETATE
EXISTING RIP RAP
REF. PLANTING PLANS

3C 2D

3D

2E 4C

4C

2E

3D

2B

2B
4C 4E

2A

2G

TYP. OF (2)4B

4C 4ATYP. OF (4)

ENLARGED
PLAYGROUND PLAN

1
L1.02

EXISTING
PAVING TO
REMAIN

2H

2H

STAGE, REF. ARCH

ENLARGED
GUARDRAIL PLAN

1&3
L1.05

GUARDRAIL PLAN
ENLARGEMENT

1
L1.04

ENLARGED PAVILION
PLAN

2
L1.03

ENLARGED STAGE
1

L1.03

AREA DRAIN, REF.
CIVIL, TYP.

1E1A 1E1A

4C

4J

1A

4B

4B
1A

1B

EXISTING BENCH TO REMAIN,
TYP. OF (3)

1F

1F

1A 1F

2H

1D 4B TYP. OF (2)

4B

4C

4H

4K

1B

4D

4G

VEGETATED FILTER
STRIP, REF. CIVIL

2L

2L

4F 4F

RELOCATED
SPLASH PAD
BUTTON

PAVER PLAN
ENLARGEMENT

4
L1.04

4L

PAVILION, REF.
ARCHITECTURE

3A

3B

3A

1F

1A

1F

1A

3A

3B 4H

3A

3C

3E

2F

2F

RETAINING WALL
REF. STRUCTURAL

PA

2H

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1  HARDSCAPE

1A  CONCRETE PAVING 1 L6.01

1B  CIP CONCRETE THICKENED EDGE 2 L6.01

1C  CONCRETE HEADER 3 L6.01

1D  STONE PAVERS 4 L6.01

1E  SAND FINISH, SAW CUT JOINTS 7 L6.01

1F  BROOM FINISH, TOOLED JOINTS 8 L6.01

1G  POURED IN PLACE SURFACING 9 L6.01

MATERIAL LEGEND

2  WALLS/STAIRS

2A  CIP CONCRETE WALLS AT RIVERBANK 1 L6.02

2B  CIP CONCRETE WALLS AT BERM 2 L6.02

2D  STONE WALL 7 L6.02

2E  CONCRETE STAIRS 4 L6.02

2F  CHEEK WALL AT STAIRS 6 L6.02

2G  BASALT COLUMN AT BERM 1 L6.03

2H  BASALT COLUMN 3 L6.03

2J  BASALT VENEER AT STAGE 9 L6.02

2K  RETAINING WALL AT PLAYGROUND 10 L6.02

2L  BASALT COLUMN AT RIVERBANK 2 L6.03

2M  BASALT COLUMN ON CONCRETE 4 L6.03

3  RAILINGS

3A  GUARDRAIL 1 L6.04

3B  GUARDRAIL WOOD TOP RAIL 2 L6.04

3C  HANDRAIL AT RAMP 3 L6.04

3D  HANDRAIL AT STAIR 4 L6.04

3E  GUARDRAIL WITH HANDRAIL 5 L6.04

4  FURNISHINGS & SIGNAGE

4A  BIKE RACK 1 L6.06

4B  BENCH 2 L6.06

4C  LITTER RECEPTACLE 3 L6.06

4D  RELOCATED DOG STATUE (OPCI) 10 L6.06

4E  DRINKING FOUNTAIN 4 L6.06

4F  METAL EDGE RESTRAINT 5 L6.06

4G  RELOCATED CONCRETE BENCH (OPCI) 11 L6.06

4H  INTERPRETIVE SIGN AT GUARDRAIL 1 L6.07

4J  INTERPRETIVE PYLON AT STONE VENEER BASE 5 L6.07

4K  VOLUNTEER RECOGNITION PLAQUE 4 L6.08

4L  DOG STATUE PLAQUE 4 L6.08

4M  CANOE PLAQUE 4 L6.08

5  PLAYGROUND

5A  POURED-IN-PLACE RUBBER SURFACING MOUND 1 L6.05

5B  BANISTER SLIDE 2 L6.05

5C  EMBANKMENT SLIDE 3 L6.05

5D  HALF-BALL 4 L6.05

5E  HILL CLIMBER ROPE 5 L6.05

5F  POLE CLIMBER 6 L6.05

5G  SKYPORT CLIMBER 7 L6.05

5H   CANOE (OPCI) 8, 9 L6.06

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1

 TAG#  DETAIL TITLE  DETAIL #  SHEET #
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SITE MATERIALS PLAN
1"= 10'-0"

0 5' 10' 20'

L1.01

SITE MATERIALS PLAN

J. CARLSON

S. SIMMS

N

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION



N 589508.92
E 604120.42

TYP. OF (8) 5F

5E

5D

5B

5C

5G

1C

5H

5A

2M

TYP. OF (5)

REQUIRED USE ZONE FOR
PLAY EQUIPMENT, TYP.

N 589505.53
E 604119.46

N 589507.29
E 604121.69

N 589511.48
E 604124.51

N 589507.56
E 604090.37

N 589509.43
E 604094.89

N 589513.54
E 604094.37

N 589508.24
E 604097.59

N 589512.94
E 604097.86

N 589493.61
E 604091.01

N 589497.14
E 604099.67

N 589503.26
E 604087.07

N 589505.16
E 604085.33

N 589502.43
E 604083.56

N 589500.86
E 604086.95

N 589533.15
E 604075.22

N 589535.65
E 604076.92

N 589537.76
E 604072.82

N 589539.53
E 604077.71

N 589538.15
E 604082.30

N 589534.99
E 604087.15

N 589504.07
E 604116.21

N 589529.38
E 604101.42

N 589532.61
E 604089.10

N 589513.89
E 604107.87

N 589505.27
E 604115.02

N 589524.70
E 604120.21 N 589532.44

E 604119.43

N 589528.08
E 604114.97

1G

5A5A

1G
1C

5DTYP. OF (4)

2K

4M

N 589512.27
E 604136.37

CENTER OF
CANOE

17'-10 1/2"

21'-2 1/2"

85
'-6

 1
/2

"

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

28
'-5

 1
/2

"

78'-6 1/2"

N 589496.55
E 604107.51

R10'-0"

R11'-6"

N 589514.05
E 604082.76

N 589521.83
E 604081.06

R5'-0"

R10'-0" R14'-6"

N 589515.64
E 604096.27

R10'-0"

R5'-0"

R3'-0"

N 589523.60
E 604096.12

N 589508.97
E 604105.81

N 589509.63
E 604100.16

5'-6"

3'-0"

3'-0"

4'-
0"

3'-
0"

3'-
0"

4'-0"

4'-6"

3'-0"

3'-0"

13'-2"

N 589500.96
E 604132.42

N 589520.50
E 604114.63

N 589530.36
E 604106.09

R8'-0"

R19'-4"

R16'-6"

N 589498.78
E 604095.16

N 589489.99
E 604107.62

N 589493.28
E 604103.73

N 589494.40
E 604097.56

N 589496.11
E 604080.69

R16'-6"

R5'-0"

R15'-0"

N 589489.35
E 604126.31

N 589486.43
E 604123.87

N 589542.80
E 604066.31

3'-0"

3'-9 1/2"

R40'-3 1/2"

N 589553.91
E 604091.86

N 589501.92
E 604133.27

N 589522.88
E 604133.89

N 589503.74
E 604137.29

N 589512.27
E 604136.37

POURED-IN-PLACE LEGEND

COLOR - A

COLOR - B

COLOR - C

COLOR - D

COLOR - E

COLOR - F

1. EQUIPMENT USE ZONES ARE SHOWN FOR REFERENCE ONLY. DO NOT INSTALL EQUIPMENT WHERE USE
ZONES OVERLAP, UNLESS SHOWN OTHERWISE. ALL USE ZONES TO BE WITHIN SAFETY SURFACING. INSTALL
EQUIPMENT PER MANUFACTURER'S RECOMMENDATIONS.

2. RESEED AND REPAIR ALL AREAS DISTURBED BY CONSTRUCTION, VERIFY EXTENT IN FIELD.

PLAYGROUND NOTES

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1  HARDSCAPE

1A  CONCRETE PAVING 1 L6.01

1B  CIP CONCRETE THICKENED EDGE 2 L6.01

1C  CONCRETE HEADER 3 L6.01

1D  STONE PAVERS 4 L6.01

1E  SAND FINISH, SAW CUT JOINTS 7 L6.01

1F  BROOM FINISH, TOOLED JOINTS 8 L6.01

1G  POURED IN PLACE SURFACING 9 L6.01

MATERIAL LEGEND

2  WALLS/STAIRS

2A  CIP CONCRETE WALLS AT RIVERBANK 1 L6.02

2B  CIP CONCRETE WALLS AT BERM 2 L6.02

2D  STONE WALL 7 L6.02

2E  CONCRETE STAIRS 4 L6.02

2F  CHEEK WALL AT STAIRS 6 L6.02

2G  BASALT COLUMN AT BERM 1 L6.03

2H  BASALT COLUMN 3 L6.03

2J  BASALT VENEER AT STAGE 9 L6.02

2K  RETAINING WALL AT PLAYGROUND 10 L6.02

2L  BASALT COLUMN AT RIVERBANK 2 L6.03

2M  BASALT COLUMN ON CONCRETE 4 L6.03

3  RAILINGS

3A  GUARDRAIL 1 L6.04

3B  GUARDRAIL WOOD TOP RAIL 2 L6.04

3C  HANDRAIL AT RAMP 3 L6.04

3D  HANDRAIL AT STAIR 4 L6.04

3E  GUARDRAIL WITH HANDRAIL 5 L6.04

4  FURNISHINGS & SIGNAGE

4A  BIKE RACK 1 L6.06

4B  BENCH 2 L6.06

4C  LITTER RECEPTACLE 3 L6.06

4D  RELOCATED DOG STATUE (OPCI) 10 L6.06

4E  DRINKING FOUNTAIN 4 L6.06

4F  METAL EDGE RESTRAINT 5 L6.06

4G  RELOCATED CONCRETE BENCH (OPCI) 11 L6.06

4H  INTERPRETIVE SIGN AT GUARDRAIL 1 L6.07

4J  INTERPRETIVE PYLON AT STONE VENEER BASE 5 L6.07

4K  VOLUNTEER RECOGNITION PLAQUE 4 L6.08

4L  DOG STATUE PLAQUE 4 L6.08

4M  CANOE PLAQUE 4 L6.08

5  PLAYGROUND

5A  POURED-IN-PLACE RUBBER SURFACING MOUND 1 L6.05

5B  BANISTER SLIDE 2 L6.05

5C  EMBANKMENT SLIDE 3 L6.05

5D  HALF-BALL 4 L6.05

5E  HILL CLIMBER ROPE 5 L6.05

5F  POLE CLIMBER 6 L6.05

5G  SKYPORT CLIMBER 7 L6.05

5H   CANOE (OPCI) 8, 9 L6.06
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1

ENLARGED PLAYGROUND PLAN
1/4" = 1'-0"

0 2' 4' 8'

L1.02

ENLARGED SITE MATERIALS
PLANS

J. CARLSON

S. SIMMS

SCALE:
2

ENLARGED PLAYGROUND SURFACING PLAN
1/4" = 1'-0"

0 2' 4' 8'

N

N

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION



1A 1E
1A 1E

1A 1E

4C

2E

3D

2D

2D

2J

4
L103

3
L1.03

N 589685.44
E 604108.02

N 589688.91
E 604109.41

N 589702.68
E 604124.67

N 589703.51
E 604123.51

N 589714.52
E 604081.62

N 589715.57
E 604085.21

N 589728.19
E 604101.10

R63'-1"

3'-
9"

32'-6"

3'-9"

2'-3"
2'-3"

1'-0"

(3) EQ.

4'-9"

4'-9"

4'-9"

4'-9"

ALIGN SCORING WITH
CORNER OF STAGE

ALIGN SCORING WITH
CORNER OF STAGE

(3) EQ.

COLUMN

STAGE

STAGE COLUMN

COLUMN

COLUMN

STAGE

4G

4L

2J

2H

STAGE, REF. ARCH

BOLLARD, REF.
ELECTRICAL AREA DRAIN,

REF. CIVIL

LAWN

AREA DRAIN,
REF. CIVIL

3D

LAWN

LAWN

SITE LIGHTING,
REF. ELECTRICAL

PAVILION, REF. ARCH

N 589597.62
E 604072.77

N 589585.35
E 604069.24

N 589586.86
E 604091.18

N 589599.13
E 604094.72

1A 1F

N 589580.67
E 604062.55

N 589601.11
E 604107.01

R31'-9"

4'-0" X 4'-0"
PANEL, TYP.

FS OF STAGE,
REF. GRADING

FS REF. GRADING
FS OF PAVING,
REF. GRADING

FG OF LAWN,
REF. GRADING

MAT FOUNDATION,
REF. STRUCTURAL

COLUMN, REF. ARCH COLUMN, REF. ARCH

BASALT VENEER AT
STAGE, TYP.

9
L6.02

FS OF PAVING,
REF. GRADING

CONCRETE STAIRS TO MAT FOUNDATION,
REF. STRUCTURAL

COLUMN, REF. ARCH

RETAINING WALL FS OF PAVING,
REF. GRADING

BASALT VENEER AT
STAGE, TYP.

9
L6.02

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

 TAG#  DETAIL TITLE  DETAIL #  SHEET #

1  HARDSCAPE

1A  CONCRETE PAVING 1 L6.01

1B  CIP CONCRETE THICKENED EDGE 2 L6.01

1C  CONCRETE HEADER 3 L6.01

1D  STONE PAVERS 4 L6.01

1E  SAND FINISH, SAW CUT JOINTS 7 L6.01

1F  BROOM FINISH, TOOLED JOINTS 8 L6.01

1G  POURED IN PLACE SURFACING 9 L6.01

MATERIAL LEGEND

2  WALLS/STAIRS

2A  CIP CONCRETE WALLS AT RIVERBANK 1 L6.02

2B  CIP CONCRETE WALLS AT BERM 2 L6.02

2D  STONE WALL 7 L6.02

2E  CONCRETE STAIRS 4 L6.02

2F  CHEEK WALL AT STAIRS 6 L6.02

2G  BASALT COLUMN AT BERM 1 L6.03

2H  BASALT COLUMN 3 L6.03

2J  BASALT VENEER AT STAGE 9 L6.02

2K  RETAINING WALL AT PLAYGROUND 10 L6.02

2L  BASALT COLUMN AT RIVERBANK 2 L6.03

2M  BASALT COLUMN ON CONCRETE 4 L6.03

3  RAILINGS

3A  GUARDRAIL 1 L6.04

3B  GUARDRAIL WOOD TOP RAIL 2 L6.04

3C  HANDRAIL AT RAMP 3 L6.04

3D  HANDRAIL AT STAIR 4 L6.04

3E  GUARDRAIL WITH HANDRAIL 5 L6.04

4  FURNISHINGS & SIGNAGE

4A  BIKE RACK 1 L6.06

4B  BENCH 2 L6.06

4C  LITTER RECEPTACLE 3 L6.06

4D  RELOCATED DOG STATUE (OPCI) 10 L6.06

4E  DRINKING FOUNTAIN 4 L6.06

4F  METAL EDGE RESTRAINT 5 L6.06

4G  RELOCATED CONCRETE BENCH (OPCI) 11 L6.06

4H  INTERPRETIVE SIGN AT GUARDRAIL 1 L6.07

4J  INTERPRETIVE PYLON AT STONE VENEER BASE 5 L6.07

4K  VOLUNTEER RECOGNITION PLAQUE 4 L6.08

4L  DOG STATUE PLAQUE 4 L6.08

4M  CANOE PLAQUE 4 L6.08

5  PLAYGROUND

5A  POURED-IN-PLACE RUBBER SURFACING MOUND 1 L6.05

5B  BANISTER SLIDE 2 L6.05

5C  EMBANKMENT SLIDE 3 L6.05

5D  HALF-BALL 4 L6.05

5E  HILL CLIMBER ROPE 5 L6.05

5F  POLE CLIMBER 6 L6.05

5G  SKYPORT CLIMBER 7 L6.05

5H   CANOE (OPCI) 8, 9 L6.06
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FOUNDED 1850

SCALE:
1

ENLARGED STAGE PLAN
1/4" = 1'-0"

0 2' 4' 8'

L1.03

ENLARGED SITE MATERIALS
PLANS

J. CARLSON

S. SIMMS

SCALE:
2

ENLARGED PAVILION PLAN
1/4" = 1'-0"

0 2' 4' 8'

SCALE:
3

ELEVATION - STAGE BASE - SOUTH
1/4" = 1'-0"

0 2' 4' 8'

SCALE:
4

ELEVATION - STAGE BASE - WEST
1/4" = 1'-0"

0 2' 4' 8'

N

N
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6'-6 3/4"

3
L1.04

2
L1.04

1

2

3

4

5
6

7

8

9

10

11

12

13

4'-4"

7'-3 1/4"

GABION RETAINING
WALL AT OVERLOOK
(BELOW), REF.
STRUCTURAL

7'-9 1/4"

6'-3 1/4"
6'-3 1/4"

6'-1 5/8"

INTERPRETIVE SIGN
AT GUARDRAIL

1
L6.06

N 589440.37
E 604196.59

N 589490.30
E 604182.21

N 589480.32
E 604187.08

1. RAILING DIMENSIONS SHOWN FOR REFERENCE ONLY.  RAILINGS TO BE BUILT TO FIT AS-BUILT
CONDITIONS, DETAILS AND BUILDING CODE.

2. LOCATE POSTS AT GRADE BREAKS WHERE SHOWN.

3. REFERENCE CIVIL PLANS FOR HORIZONTAL LAYOUT OF DRAINAGE STRUCTURES, UTILITIES AND
VEHICULAR AREAS INCLUDING: DRIVEWAYS, PARKING LOTS, AND PARKING STORMWATER
TREATMENT FACILITIES.

4. RAILING JOINTS NOT SHOWN. RAILING JOINTS TO BE PROVIDED IN SHOP DRAWINGS. REF. 6/L6.04.

RAILING LAYOUT NOTES

EXISTING SLOPE

1 2 3

GABION RETAINING WALL,
REF. STRUCTURAL

GUARDRAIL WOOD
TOP RAIL

2
L6.04

EXISTING SLOPE

GABION RETAINING WALL,
REF. STRUCTURAL

4 5 6 7 8 9 10 11 12 13

GUARDRAIL WOOD
TOP RAIL

2
L6.04

INTERPRETIVE SIGN
AT GUARDRAIL

1
L6.07

PANEL # WIDTH STYLE ANGLE

1 6'-0" B 90.5 x 89.5

2 6'-0" B 90.5 x 89.5

3 6'-0" A 90.5 x 89.5

4 6'-0" A 90.5 x 89.5

5 6'-0" A 90.5 x 89.5

6 6'-0" A 90.5 x 89.5

7 6'-0" A 90.5 x 89.5

8 6'-0" A 90.5 x 89.5

9 6'-0" A 90.5 x 89.5

10 6'-0" B 90.5 x 89.5

11 6'-0" B 90.5 x 89.5

12 6'-0" B 90.5 x 89.5

13 6'-0" B 90.5 x 89.5

RAILING SCHEDULE

90.5°

AS VIEWED
FROM

RIVERFRONT

89.5°

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

OVERSIZE PAVERS TO BE
CUT TO SIZE IN FIELD, TYP.

ALIGN PAVERS WITH
OUTSIDE EDGE OF
OVERLOOK

OVERSIZE PAVERS TO BE
CUT TO SIZE IN FIELD, TYP.

PAVERS TO BE CUT TO SIZE
IN FIELD, TYP.

CUT PAVERS FLUSH WITH
VAULT LID, TYP.
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SHEET TITLE
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NO. DESC. DATE

PHASE

FINAL PLANS

DATE

07/21/2023

FOUNDED 1850

SCALE:
1

GUARDRAIL PLAN ENLARGEMENT
1/4"-1'-0"

0' 2' 4' 8'

L1.04

ENLARGED PLANS & ELEVATIONS

J. CARLSON

S. SIMMS

SCALE:
2

WALL A - ELEVATION
1/4"-1'-0"

0' 2' 4' 8'
SCALE:

3
WALL B - ELEVATION

1/4"-1'-0"
0' 2' 4' 8'

N

SCALE:
4

PAVER PLAN ENLARGEMENT
1/4"-1'-0"

0' 2' 4' 8'
N

NOT FOR 
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NOT FOR 
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6'-4 5/8"WOOD TOP RAIL

2
L1.05

14

15

16

17

18

19

22

23

24

25

26

27
3B

20

6'-0 1/2"WOOD TOP RAIL

21

GUARDRAIL WOOD
TOP RAIL

2
L6.04

6'-11"

WOOD TOP RAIL

4
L1.05

5
L1.05

28

29
30

31

32

33

34

35

36

37

38

39

40

41

43
44

4'-4"

6'-10 1/8"

WOOD TOP RAIL

CONCRETE RETAINING WALL
REF. STRUCTURAL

42

45
46

47
48

49
50

51

5'-11 7/8"

WOOD TOP RAIL

5'-10 1/4"

WOOD TOP RAIL

N 589702.68
E 604124.67

N 589703.51
E 604123.51

STAGE COLUMN

LAWN

SITE LIGHTING,
REF. ELECTRICAL

INTERPRETIVE PLAQUE,
REF. SIGNAGE DRAWINGS

INTERPRETIVE SIGN
AT GUARDRAIL

1
L6.06

GUARDRAIL WOOD
TOP RAIL

2
L6.04

BROOM FINISH,
TOOLED JOINTS

8
L6.06

CONCRETE PAVING1
L6.01

19 20 21 22 23 24 25 26 27

EXISTING SLOPE

GABION RETAINING WALL,
REF. STRUCTURAL

14 15 16 17 18

GUARDRAIL WOOD
TOP RAIL

2
L6.04

28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43 44

4" MAX GAP TO
EXTISTING RAILING

EXISTING SLOPE

GABION RETAINING WALL,
REF. STRUCTURAL

GUARDRAIL WOOD
TOP RAIL

2
L6.04

INTERPRETIVE SIGN
AT GUARDRAIL

1
L6.07

CONCRETE RETAINING WALL,
REF. STRUCTURAL

EXISTING
GRADE

45 46 47 48 49 50 51

4" MAX GAP TO
EXISTING RAILING

CONCRETE RETAINING WALL,
REF. STRUCTURAL

1. RAILING DIMENSIONS SHOWN FOR REFERENCE ONLY.  RAILINGS TO BE BUILT TO FIT AS-BUILT
CONDITIONS, DETAILS AND BUILDING CODE.

2. LOCATE POSTS AT GRADE BREAKS WHERE SHOWN.

3. REFERENCE CIVIL PLANS FOR HORIZONTAL LAYOUT OF DRAINAGE STRUCTURES, UTILITIES AND
VEHICULAR AREAS INCLUDING: DRIVEWAYS, PARKING LOTS, AND PARKING STORMWATER
TREATMENT FACILITIES.

4. RAILING JOINTS NOT SHOWN. RAILING JOINTS TO BE PROVIDED IN SHOP DRAWINGS. REF. 6/L6.04.

RAILING LAYOUT NOTES

PANEL # WIDTH STYLE ANGLE
LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

33 5'-8  5/8" B 90.3 x 89.7

34 5'-8  5/8" B 90.3 x 89.7

35 5'-8  5/8" B 90.3 x 89.7

36 5'-8  5/8" B 87.5 x 92.5

37 5'-8  5/8" B 87.5 x 92.5

38 5'-8  5/8" B 87.5 x 92.5

39 5'-8  5/8" B 87.5 x 92.5

40 5'-8  5/8" C 87.5 x 92.5

41 5'-8  5/8" C 87.5 x 92.5

42 5'-8  5/8" C 87.5 x 92.5

43 5'-8  5/8" C 87.5 x 92.5

44 5'-8  5/8" C 87.5 x 92.5

45 5'-8 3/4" C 94.1 x 85.9

46 5'-8 3/4" C 94.1 x 85.9

47 5'-8 3/4" C 94.1 x 85.9

48 4'-8 1/2" C 90.3 x 89.7

49 5'-8 3/4" C 94.1 x 85.9

50 5'-8 3/4" C 94.1 x 85.9

51 5'-8 3/4" C 94.1 x 85.9

90.3°

87.5°

94.1°

90.3°

94.1°

89.7°

92.5°

85.9°

89.7°

85.9°

14 6'-0" C 90.5 x 89.5

15 6'-0" C 90.5 x 89.5

16 6'-0" C 90.5 x 89.5

17 6'-0" C 90.5 x 89.5

18 5'-10 7/8" C 89.3 x 90.7

19 5'-10 7/8" C 89.3 x 90.7

20 5'-10 7/8" C 89.3 x 90.7

21 5'-10 7/8" B 89.3 x 90.7
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23 5'-10 7/8" B 89.3 x 90.7
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28 5'-8  5/8" A 90.3 x 89.7

29 5'-8  5/8" A 90.3 x 89.7

30 5'-8  5/8" A 90.3 x 89.7

31 5'-8  5/8" A 90.3 x 89.7

32 5'-8  5/8" A 90.3 x 89.7
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R30'-0"
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03
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 1
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27
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9'-0"

3'-0"

51'-10 1/2"40'-8"

ENLARGED
GUARDRAIL PLAN

1&3
L1.05
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1
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ENLARGED
PLAYGROUND PLAN

1
L1.03
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2
L1.03

40'-0"

30'-5"

14'-9 1/2"

51'-9 1/2"

11'-6" 4'-10 1/2"

4'
-4

 1
/2

"

13'-0"

8'-6"

4'-0"

TYP.
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"5'-3"

RAIL

POST

LAYOUT LEGEND

ALIGN - ACROSS

CENTER LINE

ALIGN - FACES

POINT OF TANGENCY

POINT OF BEGINNING

ALIGN - CORNER

1. REFERENCE CIVIL PLANS FOR HORIZONTAL LAYOUT OF UTILITIES AND VEHICULAR AREAS INCLUDING:
DRIVEWAYS, PARKING LOTS, AND PARKING STORMWATER TREATMENT FACILITIES.

2. SCORING TO CONNECT WITH CORNERS WHERE SHOWN.

3. ALIGN SCORING WITH GRADE BREAKS WHERE SHOWN.

4. RAILINGS AND FENCES TO BE PERPENDICULAR AND PARALLEL TO WALLS, CURBS, WALKS AND
BUILDING.

5. LOCATE CENTER OF RAILINGS 6" FROM EDGE OF PAVING AND WALLS.

1. RAILING DIMENSIONS SHOWN FOR REFERENCE ONLY.  RAILINGS TO BE BUILT TO FIT AS-BUILT
CONDITIONS, DETAILS AND BUILDING CODE.

2. LOCATE POSTS AT GRADE BREAKS WHERE SHOWN.

3. REFERENCE CIVIL PLANS FOR HORIZONTAL LAYOUT OF DRAINAGE STRUCTURES, UTILITIES AND
VEHICULAR AREAS INCLUDING: DRIVEWAYS, PARKING LOTS, AND PARKING STORMWATER
TREATMENT FACILITIES.

4. RAILING JOINTS NOT SHOWN. RAILING JOINTS TO BE PROVIDED IN SHOP DRAWINGS. REF. 6/L6.04.

LAYOUT NOTES

RAILING LAYOUT NOTES

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2
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COLUMBIA RIVER

COWLITZ STREET

ORDINARY HIGH WATER
(ELEV. 14.6')

LIMIT OF WORK

1.22%

FG 20.3

FS 28.88

FG 17.7
BELOW

OVERHANG

MATCH EXISTING

(FS 30.73)

FS 29.10

FS 29.21

(FS 26.95)

(FS 26.94)

4.31%

TS 28.50

BS 27.00

(FS 30.08)

TW 30.00

TW 28.50

TS 28.75

(BS 29.96)

(FS 31.64)

(FS 31.47)

(BS 29.92)

FS 31.00

FS 28.58
FS 28.65

2.38%

3.21%
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1.50%

1.30%
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1.35%

1.40%
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1.50%

FFE 29.06

TW 31.25

TW 32.75

1.5
0%

(FS 29.53)

7.20%
1.20%

7.20%

FS 27.18

FS 26.53

4.28%

1.50%

1.5
0%

FG 28.6

FG 28.2

BS 27.15

(BW 30.01)

(BW 29.76)

(BW 30.07)

(BW 29.89)

(BW 30.13)

FS 30.39
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(1
.4

3)
%

(1
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0)
%

7.
4%

1.
50

%

7.
4%

1.82%

1.
50

%

(FS 28.48)

(FS 28.08)

(FS 28.73)

(FS 28.52)

FS 26.70

29

27

27

28

30

31

32

33

29

(FS 28.81)

29
29

TW 31.25

TW 32.75

(FS 28.38)

FS 28.55

FS 28.62 FS 28.55

FS 28.62

FS 28.93

FS 29.22

FS 29.34

FS 28.61

FS 28.68 FS 28.66

FS 28.72

29

FS 29.21

FS 29.26

FS 29.21

FS 29.26

1.00%

FS 29.79

FS 29.81
FS 29.81
FS 29.79

FS 29.96

TW 28.39

TW 27.57

TC 30.73

32
33
34

36

32
33
34
35

36
32
33
34

FG 31.8

31

35

FS 29.53
ABOVE

28

29 FS 29.11

FS 29.00

27

28

31

30
FS 29.58
FS 29.65

31

30

30

29

29

25

20

FG 28.0

15

30

29

TW 31.85
TW 30.35

FS 31.36

FS 31.45

FS 30.61

MATCH EXISTING

MATCH EXISTING

(30)

(31)

(32)

(33)

MATCH EXISTING

(FS 30.51)

TW 30.0
FG 29.0

EX. GANGEWAY

2928

27

27

FEATHER
SLOPE AT 3:1

TO MATCH
EXISTING

GRADE

FS 29.08

FS 29.12

GRADING LEGEND
EXISTING CONTOUR - 1 FT INTERVAL

PROPOSED MAJOR CONTOUR - 5 FT INTERVAL

PROPOSED MINOR CONTOUR -1 FT INTERVAL

GRADE BREAK

EXISTING SPOT ELEVATION

CIVIL SPOT ELEVATION, REF. CIVIL

SPOT ELEVATION

SLOPE PERCENT, FOR REFERENCE ONLY

SLOPE RATIO (RUN:RISE), FOR REFERENCE ONLY

FINISH FLOOR ELEVATION

FINISH SURFACE ELEVATION (HARDSCAPE)
FINISH GRADE ELEVATION (SOFTSCAPE)

FINISH SURFACE ELEVATION  - UTILITY VAULT LID

TOP OF WALL ELEVATION
TOP OF WALL ELEVATION AT BREAK

TOP OF STAIR ELEVATION
BOTTOM OF STAIR ELEVATION

TOP OF CURB ELEVATION

TOP OF PAVEMENT, REF. CIVIL

TOP OF BASALT

100

99

(100)

GB

FFE

FS
FG

FS.V

TW
TWB

TS
BS

TC

[TP]

TB

XX%

(FS XXX.XX)

[FS XXX.XX]

FS XXX.XX

3:1

1. CROSS SLOPES IN PEDESTRIAN AREAS TO BE 2% MAX. LONGITUDINAL SLOPES ON
WALKWAYS TO BE 5% MAX. LONGITUDINAL SLOPES ON PEDESTRIAN RAMPS TO BE
8% MAX. ANY  PAVING EXCEEDING THESE SLOPES  IS TO BE REMOVED AND
REPLACED AT THE CONTRACTOR'S EXPENSE.

2. SLOPES PROVIDED BY SLOPE ARROW ARE FOR REFERENCE ONLY.

3. ADJUST ALL INCIDENTAL STRUCTURES, MANHOLE LIDS, VALVE BOXES, ETC. TO
FINISH GRADE.

4. ALL PLANTED AREAS TO SLOPE AWAY FROM BUILDINGS AT 2% MIN.

GRADING NOTES

TB 27.5

TB 27.0

TB 29.5

TB 27.5
TB 28.0
TB 29.0

TB 27.5
TB 26.5

TB 28.5
TB 26.0

TB 27.0
TB 28.0

TB 27.5
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TB 27.5

TB 25.5
TB 25.0

TB 27.5
TB 29.0
TB 27.5

TB 28.0
TB 26.0

TB 28.5
TB 25.5
TB 27.0 TB 26.5

TB 26.5
TB 25.5
TB 24.0

FG 25.0

FG 24.9

FG 24.9
FG 25.0 (25)

1.5%

1.
5%

1.
5%

1.
5%

1.5%

1.5%

1.
5%

1.
5%

1.
5%

1.
5%

(24)

(23)

(22)

(21)

26

25

(24)

(23)

(22)

(21)

(24)

(23)

(22)

(21)

FS 29.51

FS 28.88

FS 28.93

FS 28.90

29

TW 29.96
TW 30.00

TW 26.00

TW 26.00
TW 25.96

TW 28.00
TW 27.96

TW 29.96
TW 30.00

TW 28.00

TW 25.79

TW 27.74

TW 29.96
TW 30.00

(20)

(19)

(18)

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND
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RIPARIAN AREA

STORMWATER AREA
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COLUMBIA RIVER

COWLITZ STREET

SD
SD

SD
SD

SD
SD

SD
SD

SD
SD

SD

RIPARIAN PLANTING, TEMPORARY
IRRIGATION FOR ESTABLISHMENT

C

P.O.C.

14.63

1.5"
2

9.08

1"
5

13.2

1.5"
6

21.71

1.5"
1

9.23

1"
3

6.35

1"
4

51.4

2"
7

36.1

2"
8

5.73

1"
9

1"

1"

EX. GANGEWAY

1"

1"
1"

1"

1.5"

1"

2"

1"

1"1.5"

1"

1"

1.5"

1"

1"

CAP MAINLINE
AT VALVE BOX

1.5"

1"1"

1"

2"

1.5"

1"

1"

TREES TO BE HAND WATERED FOR
ESTABLISHMENT, SEEDED LAWN WILL
BE COVERED BY IRRIGATION SYSTEM

IN 1ST AND STRAND PROJECT

IRRIGATION LEGEND

CONTROLLER

REMOTE CONTROL VALVE 
MAINLINE: 2"  SCHEDULE 40 PVC 

LATERAL: SCHEDULE 40 PVC 

VALVE SIZE

ZONE GPM

VALVE NO.
POINT OF CONNECTIONP.O.C.

ISOLATION VALVE

SYMBOL DESCRIPTION PSI RADIUS PATTERN GPM

C

18.0

1"
X

QUICK COUPLER

LINE SIZE
SCHEDULE 40 PVC SLEEVES
SIZE PER PLAN , 12" PAST PAVING EDGE

RAINBIRD F4-FC/PC-6-P 40 41' F, TQ, H, Q 12.6, 9.7, 6.6, 3.3

RAINBIRD 1806-PRS-15 30 15' Q, H, F  .92, 1.85, 3.7

RAINBIRD 1806-PRS-5 30 5' Q, H, F .10, .20, .41

RAINBIRD 1806-PRS-8 30 8' Q, H, F .26, .52, 1.05

RAINBIRD 1806-PRS-10 30 10' Q, T, F .39, .79, 1.58

RAINBIRD 1806-PRS-12 30 12' Q, T, F .65, 1.30, 2.60

IRRIGATION NOTES
1. IT IS THE IRRIGATION CONTRACTOR'S RESPONSIBILITY TO COORDINATE ANY REQUIRED IRRIGATION

SLEEVING WITH RESPECTIVE SUBCONTRACTORS BEFORE CONSTRUCTION BEGINS.

2. CONTRACTOR TO VERIFY AVAILABLE P.S.I. AT THE POINT OF CONNECTION BEFORE
COMMENCEMENT OF INSTALLATION.

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE A FULLY FUNCTIONAL AUTOMATIC
IRRIGATION SYSTEM PROVIDING FULL COVERAGE TO ALL  PLANTING AREAS AND TREE WELLS AS
DESCRIBED ON THE DRAWINGS AND IN THE SPECIFICATIONS. CONTRACTOR TO COORDINATE WITH
UNIVERSITY MAINTENANCE STAFF AS TO EXISTING CONDITIONS AND SYSTEM REQUIREMENTS
INCLUDING, QUICK COUPLER LOCATIONS, CONTROL VALVES, ETC..

4. THE LAYOUT OF THE IRRIGATION SYSTEM IS DIAGRAMMATIC ONLY.  MODIFY LAYOUT AS REQUIRED
TO ACCOMMODATE PLANT PLACEMENT, UTILITIES, AND UNDERGROUND OBSTRUCTIONS.  REVIEW
MODIFICATIONS WITH THE LANDSCAPE ARCHITECT PRIOR TO PROCEEDING.

5. SLEEVES SHALL BE INSTALLED 24 INCHES (MIN.) BELOW FINISHED PAVED SURFACE.  ADJUST
HEIGHT AS NEEDED TO ROUTE AROUND UTILITIES.  EXTEND SLEEVES AT LEAST 12 INCHES INTO
LAWN AND PLANTING AREAS, TYP.

6. INSTALL TRACE WIRE OVER ALL MAINLINE PIPE AND OVER CONTROL WIRE WHICH IS NOT
INSTALLED IN TRENCH WITH PIPE.  ROUTE FROM CONTROLLER TO ENDS OF PIPE.    MAKE ALL
CONNECTIONS WATER TIGHT.

7. CONTRACTOR TO SET FLAGS TO IDENTIFY PROPOSED VALVE AND VALVE BOX, QUICK COUPLER,
ISOLATION VALVE, SPRINKLER LOCATIONS AND GENERAL LAYOUT OF MAIN LINES.  OBTAIN
LANDSCAPE ARCHITECT'S APPROVAL BEFORE EXCAVATION. PROVIDE 5 BUSINESS DAYS NOTICE TO
L.A. PRIOR TO ANTICIPATED LAYOUT REVIEWS.

8. REFERENCE L301 FOR GRADING INFORMATION

9. LOCATE VALVE BOXES SO AS TO BE HIDDEN FROM PEDESTRIAN VIEW.  BROWN OR BLACK LIDS IN
MULCH (PLANTING AREAS), GREEN LIDS IN LAWN AREAS.

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

TREE TO REMAIN

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

PROPOSED TREE

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2
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29

30

25

10

20

15

25

20

15

10

OHL

O
H
L

COLUMBIA RIVER

COWLITZ STREET

LAWN

LAWN

LAWN

LAWN

LAWN

LAWN

LAWN

LAWN

(2) AM

(8) POMU

(3) DAO

(9) SPB
(8) VAO

(3) RIS

(15) POMU

(17) PEAL

(18) SPB

(2) FP

(38) PEAL

(7) SEAJ

(35) RUCA

(2) ARS

(14) PEAL

(1) RIS

(2) ARS

(41) JUPA(13) PEAL

(174) CAOB

(63) JUPA

(3) RON

(3) AR

(49) RUCA

(4) ARS

(1) RIS

(10) SEAJ

(3) ARS

(146) RUCA

(14) ARS

(32) SPB

(83) PEAL

(37) SPB

(5) ARS

(82) RUCA

(27) VAO

(7) RON

(10) VAO

(5) SEAJ

(19) RUCA

(1) RIS

(5) VAO

(1) ARS

(84) RUCA

(3) ARS

(23) SPB

(26) PEAL

EX. GANGEWAY

TREES CODE BOTANICAL NAME COMMON NAME SIZE

AM Acer macrophyllum Big Leaf Maple 2" Cal. B&B

AR Alnus rubra Red Alder 2" Cal. B&B

FP Frangula purshiana Cascara Buckthorn 2" Cal. B&B

SHRUBS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

ARS Arctostaphylos x 'Sunset' Sunset Manzanita 5 gal. 60" o.c.

DAO Daphne odora Winter Daphne 2 gal. 72" o.c.

RIS Ribes sanguineum Red Flowering Currant 5 gal. 96" o.c.

RON Rosa nutkana Nootka Rose 2 gal. 48" o.c.

VAO Vaccinium ovatum Evergreen Huckleberry 2 gal. 36" o.c.

FERNS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

POMU Polystichum munitum Western Sword Fern 1 gal. 36" o.c.

SHRUB AREAS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

SPB Spiraea betulifolia Birchleaf Spirea 2 gal. 24" o.c.

PLANT SCHEDULE
GRASSES CODE BOTANICAL NAME COMMON NAME SIZE SPACING

CAOB Carex obnupta Slough Sedge 1 gal. 12" o.c.

JUPA Juncus patens Common Rush 1 gal. 24" o.c.

PEAL Pennisetum alopecuroides `Hameln` Hameln Fountain Grass 2 gal. 24" o.c.

PERENNIALS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

SEAJ Sedum x 'Autumn Joy' Autumn Joy Sedum 1 gal. 24" o.c.

GROUND COVERS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

RUCA Rubus calycinoides 'Emerald Carpet' Emerald Carpet Creeping Bramble 1 gal. 12" o.c.

SEEDING

LAWN SEED, REF SPECS.

NOTES:
1. PLANTS LISTS ARE PRELIMINARY AND MAY CHANGE THROUGH DESIGN DEVELOPMENT AND ARE

DEPENDENT ON AVAILABILITY AT THE TIME OF CONSTRUCTION.
2. RE-SEED AND RESTORE ALL AREAS DISTURBED BY CONSTRUCTION.

PLANTING NOTES
1. DO NOT BEGIN PLANTING UNTIL IRRIGATION SYSTEM IS INSTALLED, TESTED AND APPROVED.

2. DO NOT BEGIN PLANTING UNTIL SOIL PREPARATION IS COMPLETE AND APPROVED. TOPSOIL DEPTH
WITHIN SHRUB AREAS IS 12 INCHES DEPTH WITH 2 INCHES MULCH TOP DRESSING.  PLANTING SOIL
WITHIN LAWN AREAS IS 6 INCHES.

3. LOCATE PLANTS AS DIMENSIONED ON THE PLANS AND AS SHOWN IN THE PLANT SCHEDULE.
PLANT SPACING IS MEASURED CENTER TO CENTER.  PLANT LOCATIONS MAY BE ADJUSTED BY THE
LANDSCAPE ARCHITECT TO MEET FIELD CONDITIONS.

4. VERIFY ALL QUANTITIES AND VARIETIES SHOWN ON THE DRAWINGS PRIOR TO ORDERING.  OWNER
MUST APPROVE ANY NECESSARY SUBSTITUTIONS DURING SUBMITTALS PROCESS.  REVIEW
PROCESS TO BE ESTABLISHED AT PRE-CONSTRUCTION MEETING.

5. THOROUGHLY WATER IN ALL PLANTS WITHIN 6 HOURS OF PLANTING.

6. APPLY SPECIFIED MULCH OVER PLANTING AREAS WITHIN TWO DAYS OF INSTALLING PLANTS,
UNLESS OTHERWISE NOTED.

7. ALL PLANTS ARE REQUIRED TO MEET AMERICAN STANDARD FOR NURSERY STOCK, ANSI
Z60.1-2014.

8. TO CALCULATE THE QUANTITY OF PLANTS PER AREA, USE THE FOLLOWING SPACING MULTIPLIERS:

SQUARE FT MULTIPLIER 2.053     1.155      0.739     0.513       0.289      0.185      0.128      0.072
TRIANGULAR SPACING 9" 12" 15" 18" 24" 30" 36" 48"

RIPARIAN AREAS CODE BOTANICAL NAME COMMON NAME SIZE SPACING

17.5' +

13.5' T0
17.5'

9.5' T0
13.5'

CSK Cornus sericea 'Kelseyi' Dwarf Redtwig Dogwood 1 gal. Grps of 3, 24" o.c.

MAR Mahona repens Creeping Oregon Grape 1 gal. Grps of 5, 36" o.c.
SYA Symphoricarpos albus Common Snowberry 1 gal. Grps of 3, 48" o.c.

ACC Acer circinatum Vine Maple 1 gal. 10' o.c., LA field locate
PHC Physocarpus capitatus Pacific Ninebark 1 gal. Grps of 3, 60" o.c.
RUS Rubus spectabilis Salmonberry 1 gal. Grps of 5, 48" o.c.

COS Cornus sericea Red Twig Dogwood Live Stake Grps of 3, 48" o.c.
SAC Salix fluviatilis Columbia River Willow Live Stake Grps of 2, 24" o.c.
SPD Spirea douglasii Douglas' Spirea Live Stake Grps of 5, 48" o.c.

SPD Spirea douglasii Douglas' Spirea Live Stake Grps of 5, 48" o.c.

4,075 sf

2,440 sf

3,395 sf

FRCH Fragaria chiloensis Coast Strawberry 4" pot 24" o.c. throughout

AREA TYPE

AREA A

AREA B

AREA C

LIMIT OF WORK

AREA DRAIN, REF. CIVIL

LIGHT POLE, REF. ELEC.

GENERAL LEGEND

PROPERTY LINE

RIPARIAN AREA

STORMWATER AREA

PLANTING AREA

LAWN AREA

BASALT BOULDER/COLUMN

INTERPRETIVE SIGN

SPECIALTY PAVING

TRASH CAN

BIKE RACK

ORDINARY HIGH WATER (OHW)

CONCRETE PAVING - TYPE 1

POURED-IN-PLACE SURFACING

CONCRETE PAVING - TYPE 2

                         

NOTES

Plant shrub groupings at
12' o.c within zone and
groundcover throughout.

Plant shrub groupings at 16'
o.c and stake groups in
lower third of zone at 12' o.c.

Plant Dogwood & Spirea
groups at 16' o.c within zone
and willows at 12' o.c.

TREE TO REMAIN
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L6.01 SITE DETAILS.DWGSCALE:

SAW CUT CONTROL JOINT - SECTION
1"= 0'-1"

 1
/3

 D
EP

TH
 O

F
SL

AB
 M

IN
IM

UM

1/8"

SAND FINISH

FINISH SURFACE AT CONCRETE

 NOTE: SAW CUT JOINTS AT
DANCEFLOOR AND STAGE

5 L6.01 SITE DETAILS.DWGSCALE:

ISOLATION JOINT - SECTION
1"= 1"

3/8" TYP.

1"

R1/4", SMOOTH TOWELED JOINT, TYP.

VERTICAL SURFACE

JOINT SEALANT, DUST WITH WHITE SILICA
SAND, REF. SPECS.

BACKER ROD, REF. SPECS.

POURED-IN-PLACE CONCRETE

EXPANSION JOINT MATERIAL, REF. SPECS.

1 2 3

 1
/3

 D
EP

TH
 O

F
SL

AB
 M

IN
IM

UM

1/8"

L6.01 SITE DETAILS.DWGSCALE:

TOOL JOINT - SECTION
1"= 0'-1"

LIGHT BROOM FINISH,
PERPENDICULAR TO THE
DIRECTION OF TRAVEL
1/4" RADIUS TOOL JOINT, TYP.,
NO SHINERS

FINISH SURFACE AT CONCRETE

Pvg-conc-thickened edge.DWGSCALE:

CIP CONCRETE THICKENED EDGE - SECTION
1 1/2"= 1'-0"

6" 6"

#4 CONTINUOUS

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

6"

SUBGRADE
COMPACTED TO 95%

TOOL JOINT 8
L6.01

CONCRETE
PAVING

1
L6.01

10
"

NOTE:
INSTALL THICKENED EDGE AT INTERFACE OF ALL 6" DEPTH CONCRETE PAVING AND SAFETY SURFACING.

NATURAL GREY CIP CONCRETE,
LIGHT BROOM FINISH PERPENDICULAR
TO FOOT TRAFFIC, REF. SPECS.

CONDITION VARIES, REF. PLANS

NOTES:
1. TO BE INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.
2. REF. PLANS FOR COLOR LAYOUT AND SPECS FOR COLOR INFORMATION.
3. SEE OTHER DETAILS FOR VARIOUS EDGE CONDITIONS.

WEAR COURSE

CUSHION LAYER

pvg-pip-flat.dwgSCALE:

POURED-IN-PLACE RUBBER SURFACING - SECTION
3"= 1'-0"

3/4" MINUS AGGREGATE BASE
COMPACTED TO 95%

SUBGRADE COMPACTED TO 95%

VERTICAL RESTRAINT OR FLAR
WORK, VARIES, REF. PLANS

FLUSH

45°

5/8"

VA
RI

ES
, R

EF
. S

PE
CS

.
4"

1" MIN.

7 8

6"

1'
-0

"

CRB-CONC-6IN.DWGSCALE:

CONCRETE HEADER - SECTION
1 1/2"= 1'-0"

SAFETY SURFACING, REF. PLANSFLUSH, TYP.

(2) #4 REBAR CONT.
AS SHOWN. 3"
CLEAR IN ALL
DIRECTIONS

#4 REBAR AT 16" O.C.

1'-0" 3/4" CHAMFER AT
SOFTSCAPE, TYP.

FLUSH, TYP.

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

SUBGRADE
COMPACTED TO 95%

LAWN

VARIES, REF.

GRADING

6"

6"

6"

EQ
.

EQ
.

SCALE:

CONCRETE PAVING - SECTION
3"= 1'-0"

SURFACE TREATMENT, REF. PLANS
TYPE 1 - REF. 7/L6.01
TYPE 2 - REF. 8/L6.01

CAST-IN-PLACE CONCRETE SLAB,
#4 @ 16" O.C., EACH WAY, AT MID
DEPTH

3/4" MINUS COMPACTED AGGREGATE

SUBGRADE COMPACTED TO 95%

9

Pvg-stone-vehic-mortar.dwg

VA
RI

ES
, R

EF
. S

TR
UC

TU
RA

L

3/4" MINUS COMPACTED AGGREGATE

10
"

1 1/4" STONE PAVER, HAND TIGHT JOINTS

1" MORTAR SETTING BED

CONCRETE

SCALE:

STONE PAVERS - SECTION
3"= 1'-0"

SUBGRADE COMPACTED TO 95%

4

L6.01 SITE DETAILS.DWGSCALE:

TYPICAL EXPANSION JOINT - SECTION
1"= 1"

3/8" TYP.

1"

R1/4", SMOOTH TOWELED JOINT, TYP.

FINISH GRADE AT CONCRETE

JOINT SEALANT, DUST WITH WHITE SILICA
SAND, REF. SPECS.

BACKER ROD, REF. SPECS.

POURED-IN-PLACE CONCRETE

EXPANSION JOINT MATERIAL, REF. SPECS.

6
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SCALE:

CHEEK WALL AT STAIRS - SECTION
1"= 1'-0"

2"

6"

SECTION A

#4 REBAR
TYP.

A
 -

(2) #4 REBAR TOP AND BOTTOM

CONCRETE STAIRS BEYOND

CIP CONCRETE CHEEK WALL AT STEPS
WITH SMOOTH TROWEL 1/4" RADIUS
EDGES

VARIES
REF. PLANS

6"

1'
-6

"

1'
-6

"

1'-0"

1'-0"

1'-
6"

STAIR HANDRAIL4
L6.04

2" CLEAR (TYP.)

SMOOTH TROWEL
FINISH 1/4" RADIUS
TYP.

1'-6"

5

SCALE:

CIP CONCRETE WALLS AT RIVERBANK
3/4"= 1'-0"

3'-0" TYP.

2'
-0

"

2'
-0

"

VA
RI

ES
RE

F.
 G

RA
DI

NG
 P

LA
N

CONCRETE PAVING
1

L6.01

SKATE DETERRENT
6

L6.06

#5 'U' BAR @12" O.C

#6 @ 12" O.C
CONTINUOUS HORIZONTAL

REF. GRADING PLAN

2% TYP.
TW - REF. GRAD. PLANS

VEGETATED
FILTER STRIP,
REF. CIVIL

CIP CONCRETE, SMOOTH
FORM FINISH ON ALL
EXPOSED SIDES

1/4" RADIUS, TYP.

3/4" MINUS AGGREGATE
COMPACTED TO 95%

SUBGRADE COMPACTED TO 95%

6"

VA
RI

ES

2"

3"

NOTES:
1. REBAR TO BE 3" MIN. FROM ALL EDGES.
2. REF. 3/L6.02 FOR SNAP TIE LAYOUT.

REF. GRADING PLAN

1'
-6

"

SCALE:

CIP CONCRETE WALLS AT BERM
3/4"= 1'-0"

6"

NOTES:
1. REBAR TO BE 3" MIN. FROM ALL EDGES.
2. REF. 3/L6.02 FOR SNAP TIE LAYOUT.

VARIES
VARIES, REF. PLANS

1'
-6

"

+
/-

 1
'-6

"

CIP CONCRETE, SMOOTH
FORM FINISH ON ALL
EXPOSED SIDES

1/4" RADIUS, TYP.

TW - REF. GRAD. PLANS

SKATE DETERRENT, TYP.
6

L6.06

CONCRETE
PAVING

1
L6.01

BERMED
LANDSCAPE

#5 'U' BAR
@12" O.C

#6 @ 12" O.C
CONTINUOUS
HORIZONTAL

2"

3"

3/4" MINUS
AGGREGATE
COMPACTED
TO 95%

SUBGRADE
COMPACTED
TO 95%

1'
-6

"

21

7

14" TYP1%

#4 NOSING BAR

MASON'S NOSING

9"

EQ
.

#4 CONT. TYP

#4 AT 12" O.C.

#4 NOSING BAR TYP.

1/2" RADIUS, TYP.

NOTES:
1. CONDITIONS VARY, REF. SECTIONS FOR TOTAL NUMBER OF RISERS.
2. PROVIDE BROOM FINISH ON ALL STAIR CONCRETE WORK, UNLESS OTHERWISE SPECIFIED.
3. REBAR TO BE 3" MIN. CLEAR FROM FACE OF CONCRETE.
4. VERIFY ALL ELEVATIONS AND GRADIENTS PRIOR TO COMMENCING INSTALLATION.
5. FOR ADDITIONAL LAYOUT INFORMATION, REF. LANDSCAPE LAYOUT DRAWINGS.

5
L6.02

1"

VARIES,
REF. GRADING

1'-6"

1'
-0

"
6"

1'-7"

EXPANSION JOINT5
L6.01

FINISHED GRADE AT
ADJACENT PAVING,
REF. GRADING

1/2" RADIUS,
TYP. AT NOSING

3/4" MINUS AGGREGATE
COMPACTED TO 95%

SUBGRADE
COMPACTED TO 95%

EQ
.

SCALE:

CONCRETE STAIRS - SECTION
1"= 1'-0"

EXPANSION
JOINT

5
L6.01

1'
-0

"

STAIR HANDRAIL4
L6.04

4

PLAN

SECTION  A

7/16"

3/16"

EQ.EQ.

3/4"3/4"

FACE OF STEP @
NOSING

TOOLED GROOVE,
TYP.

7/16"

A
-

TYPE 1: 2" WIDTH
TYPE 2: 10" WIDTH

1/2" NOSING RADIUS

CL CL

SCALE:

MASON'S NOSING - AS SHOWN
NTS

8
SCALE:

STONE WALL - SECTION
1"= 1'-0"

+
/-

 1
8"

18"

3" TYP.

3/4" MINUS COMPACTED
AGGREGATE BASE

SUBGRADE COMPACTED TO 95%

TOP OF WALL,
REF. GRADING PLAN

AMENDED TOPSOIL, REF. SPECS.

STACKED BASALT
STONE, REF. SPEC

FG OF LAWN

ADJACENT SURFACE
VARIES, REF. PLANS DRAIN PIPE, REF. CIVIL

4"
4"

4"
MIN.

4" EQ.

MAX SPACING
1' - 6"

EQ.

VA
RI

ES

EXPANSION JOINT AT WALL

FILLED CONCRETE FORM TIE
HOLES, TYP.

CONCRETE SITE WALL

FS VARIES

ADJACENT PAVING,
REF. PLANS

WALL-CONCRETE-SNAPTIES.DWGSCALE:

CONCRETE WALL SNAPTIES
1 1/2"= 1'-0"

L6.01 SITE DETAILS.DWGSCALE:

STONE VENEER END COLUMN - SECTION
1"= 1'-0"

KEYWAY JOINT, TYP.

COMPACTED AGGREGATE BASE

BASALT STONE VENEER, FULLY GROUTED
WITH HORIZONTAL AND VERTICAL JOINTS

ADJACENT PAVING - REF. CIVIL

CIP CONCRETE CORE WALL AND
FOOTING - REF. STRUCTURAL

COMPACTED SUBGRADE

18
"

6"

2'-8"

2'-8" SQUARE
PRECAST CONCRETE CAP,
REF. DETAIL 4/L6.06

1/
2"

 T
YP

.

3/4"

2'-0"
#5 'U' BAR @ 12" O.C.

#5 @ 12" O.C. CONTINUOUS HORIZONTAL

#5 @ 12" O.C.

(3) #5 @ 12" O.C. CONTINUOUS

PVG-STONE-AT STAGE.DWGSCALE:

BASALT VENEER @ STAGE
1 1/2"= 1'-0"

1'-0", TYP.

BASALT STONE VENEER, FULLY GROUTED WITH
HORIZONTAL AND VERTICAL JOINTS

CONCRETE WALL, REF. STRUCTURAL

FG, REF.
GRADING PLAN

VA
RI

ES
, R

EF
. P

LA
NS

3" MIN.

CONCRETE SLAB, REF. STRUCTURAL

4"

1/
2"

 T
YP

.

3/4"

9
SCALE:

RETAINING WALL AT PLAYGROUND
1"= 1'-0"

POURED-IN-PLACE
RUBBER
SURFACING

9
L6.01

CANOE (O.P.C.I.)8
L6.06

1'
-6

"

6"

10
"

1'-6"

3/4" CHAMFER

FG PLANTING

#5 @ 12" O.C.,
CONT. HORIZ.

#5 @ 12" O.C.,
VERT. HOOK INTO HEEL

#5 @ 12" O.C. EACH WAY,
TOP AND BOTTOM

DRAIN PIPE, REF. CIVIL
AND 9/L6.06

8"

2'
-3

"

VARIES, REF. PLANS.

1'
-6

"

10
 1

/2
"

3/8" WEATHERING
STEEL WALL

3" DEPTH CRUSHED
AGGREGATE

14" DEPTH
DRAIN ROCK

2" MIN.

SCREW
ANCHOR

3

6

10
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6

BOULDER_BASALT COLUMN.DWGSCALE:

BASALT COLUMN AT BERM
1"= 1'-0"

6" TY
P.

VERTICAL BASALT COLUMN,
SEE NOTES BELOW

VARIES,
1'-6" +/- 12"

3/4" MINUS AGGREGATE
COMPACTED TO 95%, TYP.

SUBGRADE COMPACTED TO 95%
(IMMEDIATELY BELOW STONE ONLY)

#57 DRAIN
ROCK

GEOTEXTILE
FABRIC,

ALL SIDES TYP.

2'
-0

"

RE
F.

GR
AD

IN
G

RE
F.

GR
AD

IN
G

1'-0"

 CONC
PAVING

1
L6.01

B. SECTION

DR
AI

N 
RO

CK
, 6

" M
IN

 B
EL

OW
 E

W
F

LAWN AREA

CIP CONCRETE
WALL AT BERM

2
L6.02

1

LESS THAN

90

DEGREES

NOTE:
REF. ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY.

B. PLAN, TYPICAL

SCALE:

STONE INFILL, TYPICAL
1"= 1'-0"

A

A. ELEVATION, TYPICAL

B BASALT COLUMN SCRAPS CUT TO FIT
ACUTE ANGLES, MORTAR SET, REF. SPECS

GAPS
1/4" MAX

BASALT COLUMN, TYP.
(VERTICAL AND HORIZONTAL)

FS/FG

RE
F.

 G
RA

DI
NG

TO MINIMIZE HAZARDS, ALL ANGLES
LESS THAN 90 DEGREES AND
GREATER THAN 3/4" IN WIDTH TO BE
FILLED WITH MORTAR SET BASALT
COLUMN SCRAPS. SET IN PLACE
WITH JOINT SEALANT.

FILL JOINTS (MORE THAN 1/8" -
LESS THAN 3/4") BETWEEN
COLUMNS WITH MORTAR, REF.
SPECS.

HE
IG

HT
VA

RI
ES

,
RE

F.
 P

LA
NS

BU
RY

 F
OR

 F
IR

M
,

ST
AB

LE
 F

OO
TI

NG
M

IN
. 1

/3
 H

T.
6" TY

P.

BASALT COLUMN,
MUST NOT BE ABLE TO
SLIDE OR SHIFT

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

4"
TYP.

SUBGRADE COMPACTED
TO 95%

1'-6" +/- 6"

BU
RY

 F
OR

 F
IR

M
,

ST
AB

LE
 F

OO
TI

NG
M

IN
. 1

/3
 H

T.
6" TY

P.

BASALT COLUMN,
MUST NOT BE ABLE TO
SLIDE OR SHIFT

1'-6" +/- 6"

HE
IG

HT
VA

RI
ES

,
RE

F.
 P

LA
NS

BOULDER_BASALT COLUMN.DWGSCALE:

BASALT COLUMN AT RIVERBANK
1"= 1'-0"

3/4" MINUS
AGGREGATE BASE
COMPACTED TO 95%

SUBGRADE
COMPACTED TO 95%

FG OF RIPRAP,
REF. GRADING PLAN

CIP CONCRETE WALL AT
RIVERBANK

BOULDER_BASALT COLUMN.DWGSCALE:

BASALT COLUMN 
1"= 1'-0"

4"
TYP.

2
L6.02

BOULDER_BASALT COLUMN.DWGSCALE:

BASALT COLUMN ON CONCRETE
1"= 1'-0"

CUT BOTTOM OF
BASALT COLUMN TO SIT
FLUSH ON CONCRETE

 CONC
PAVING

1
L6.011'

-6
" +

/-

BASALT COLUMN

TOP OF COLUMN,
REF. GRADING PLAN, TYP.

ADJACENT SURFACE
VARIES, REF. PLANS

2 3 4

BOULDER_BASALT COLUMN_NOTES.DWGSCALE:

BASALT COLUMN NOTES
1"= 1'-0"

NOTES:
1. ARRANGE BASALT COLUMNS AS INDICATED IN DRAWINGS.
2. INSTALL BASALT COLUMNS SO THAT THEY ARE SET FIRMLY IN THE GROUND AND DO NOT TIP, WIGGLE, NOR SHIFT IN ANY MANNER.
3. INSTALL BASALT COLUMNS SO THAT THEY CANNOT BE MOVED.
4. PERFORM NECESSARY FIELD CUTTING AND TRIMMING SO THAT COLUMNS FIT TIGHTLY AND SECURELY TOGETHER (3/4" MAX GAPS).
5. TO MINIMIZE PROTRUSION HAZARDS ALL ANGLES LESS THAN 90 DEGREES TO BE FILLED WITH STONE, REF. DETAIL 6/L6.03.
6. CUT EDGES TO BE PLACED OUT OF VIEW UNLESS APPROVED BY THE OWNER.
7. REMOVE ALL SHARP EDGES AND POINTS, 1/2" MIN. RADIUS, TO THE SATISFACTION OF THE OWNER'S REP.
8. FILL JOINTS (MORE THAN 1/8" - LESS THAN 3/4") BETWEEN COLUMNS WITH MORTAR, REF. SPECS.
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END POST

HANDRAIL

SEAMS SHOWN FOR
INFORMATION ONLY.
NO SEEMS TO SHOW.
PROVIDE SMOOTH CONSISTENT
FINISH AT ALL JOINTS, TYP.

END POST 5/8" X 1-1/2"
STAINLESS STEEL BAR,
1/8" RADIUS EDGE,
SEAMLESS FINISH, TYP.

FINISHED GRADE AT
ADJACENT PAVING,
REF. GRADING

CONCRETE FOOTING, TYP

3/4" MINUS
AGGREGATE
COMPACTED TO
95%, TYP.

SUBGRADE
COMPACTED TO
95%, TYP.

CORE-DRILL AND FILL
WITH NON-SHRINK
GROUT

6"
9"

3"

NOTES:
1. SHOP WELD COMPLETE PENETRATIONS. GRIND ALL WELDS SMOOTH. PROVIDE SEAMLESS FINISH W/ NO SURFACE IMPERFECTIONS.
2. ALL MORTAR/SEALANTS SHALL BE CLEANED FROM STEEL TUBING AND ADJACENT SURFACES.
3. PROVIDE SHOP DRAWINGS SHOWING ALL DIMENSIONS, MATERIALS, JOINTS, CONNECTIONS, FINISHES, ETC. TO BE SUBMITTED FOR APPROVAL, REF. SPECS.
4. FOR MORTAR TYPE AND COLOR, REF. SPECS.
5. HANDRAILS TO MEET ALL FEDERAL, STATE, AND LOCAL CODES.

3'
-0

"

1'-0"

HANDRAIL
1-1/2" NOM. DIA.

1'-2"

FIELD VERIFY LENGTH

PRIOR TO FABRICATION

L6.01 SITE DETAILS.DWGSCALE:

HANDRAIL AT STAIR - SECTION
1"= 1'-0"

2'
-0

"

3 4

BO
TT

OM
 O

F 
RA

M
P

SCALE:

HANDRAIL AT RAMP - SECTION
1" - 1'-0"

B. CROSS SECTION

A

A. LONGITUDINAL SECTION B. CROSS SECTION

A

TO
P 

OF
 R

AM
P

CONCRETE PAVING1
L6.01

B

1'-3" TYP.

END POST

HANDRAIL

SEAMS SHOWN FOR
INFORMATION ONLY.
NO SEEMS TO SHOW.
PROVIDE SMOOTH CONSISTENT
FINISH AT ALL JOINTS, TYP.

1'
-0

"

3'
-0

", 
TY

P.

2'
-0

", 
TY

P.

1'
-0

"
1'

-0
"

3'
-0

"

1'-0" 1'-0"

5/8" X 1-1/2" STEEL BAR, 1/8"
RADIUS EDGE, SEAMLESS
FINISH, TYP.

CONCRETE
PAVING

1
L6.01

1-1/2" DIA. STAINLESS STEEL
PIPE TOP RAIL HANDRAIL

CIP CONCRETE, TYP.

3/4" MINUS COMPACTED
AGGREGATE, TYP.

SUBGRADE COMPACTED
TO 95%

CONTINUOUS WELD, GRIND SMOOTH,
TYP. ALL CONNECTIONS

CORE-DRILL AND FILL W/
NON-SHRINK GROUT FINISHED
FLUSH AND SMOOTH WITH
ADJACENT SURFACE, TYP.

1-1/2" DIA. STAINLESS STEEL
PIPE TOP RAIL HANDRAIL

5/8" X 1-1/2" STEEL BAR END
POST, 1/8" RADIUS EDGE,
SEAMLESS FINISH, TYP.

1-1/2" DIA. STAINLESS STEEL
PIPE TOP RAIL HANDRAIL

1-1/2" DIA. STAINLESS STEEL
PIPE HANDRAIL

AS SHOWN ON PLANS - 4'-6" MAX AS SHOWN ON PLANS - 4'-6" MAX

2'
-0

", 
TY

P.

1'
-0

"
TY

P.
1'

-0
"

TY
P.

6" TY
P.

4"

9"

6"

AGGREGATE DEPTH

CONC. FOOTING DEPTH

POST EMBED DEPTH

4"

SCALE:

GUARDRAIL
1"= 1'-0"

3'
-6

"

3/4" x 6" LEAN RAIL

3/4" x 4" FRAME

CL

VARIES 6' MAX.

3 3/4" MAX.
BETWEEN
PICKETS

3 3/4" MAX.

2" x 3/4" PICKET

1" x 1/4" PICKET

6" x 3/4" LEAN RAIL

FINISH SURFACE

3 3/4" MAX 3 3/4" MAX

PANEL TYPE - 'A' PANEL TYPE - 'B' PANEL TYPE - 'C'

B

SECTION ELEVATION - B

VERTICAL
STIFFENING PLATE

MECHANICALLY
FASTEN TO
CONCRETE,
REF. STRUCTURAL

2° 5° 5° 5° 5° 5° 5° 5°

3° 3° 3° 5° 3° 3° 3° 3° 3° 3° 3° 3° 3°

5°

5° 5° 5° 5° 3° 5°

NOTES:
1. REFERENCE STRUCTURAL FOR ALL WELD AND FASTENER SIZES.
2. ALL STEEL POSTS, RAILINGS AND PICKETS ARE WEATHERING STEEL.
3. GRIND ALL WELDS SMOOTH. PROVIDE SEAMLESS FINISH WITH NO SURFACE IMPERFECTIONS.
4. SUBMIT SHOP DRAWINGS FOR ALL RAILINGS INDICATING ALL DIMENSIONS, MATERIALS, JOINTS, CONNECTIONS, FINISHES, ETC.
5. REFERENCE SHEETS L1.04 AND L1.05 FOR GUARDRAIL LAYOUT, PANEL TYPE, AND SIZING, INCLUDING LOCATION OF WOOD TOP RAIL. NOTE THAT GUARDRAILS WITH WOOD TOP RAIL HAVE INTEGRATED LIGHTING, REF. ELECTRICAL.
6. SPACING OF PICKETS SHALL NOT ALLOW THE PASSAGE OF A 4" SPHERE.

3 3/4" MAX, TYP.

2" x 3/4" PICKET, SPACING VARIES
1" x 1/4" PICKET, SPACING VARIES

C L

PLAN - PANEL TYPE 'A'

GUARDRAIL WOOD TOP RAIL,
REF PLANS FOR LOCATIONS

2
- 2"

1 1/2 x 4" HSS END POST AT GUARDRAIL WITH WOOD TOP
RAIL, REF. ELECTRICAL FOR POWER REQUIREMENTS

4" x 3/4" END POST

1/4" STEEL WASHER,
TYP.

1'
-0

 1
/2

"

1/4" DRIP GAP

7
-

GUARDRAIL
STRIP LIGHT

3'
-6

"

CONCRETE PAVING,
REF. PLANS

6" x 2" HSS
TOP RAIL

1" x 3/4" PICKET

1/2" x 1/4" PICKET
(BEYOND)

3/4" x 4" FRAME

CL

SECTION ELEVATION - A

VERTICAL
STIFFENING PLATE

MECHANICALLY
FASTEN TO
CONCRETE,
REF. STRUCTURAL

1/4" STEEL WASHER,
TYP.

1/4" DRIP GAP

A

4" x 1 1/2" HSS END POST

3 3/4" MAX, TYP.

C L

PLAN - PANEL TYPE 'B' & 'C'

2" x 3/4" PICKET, SPACING VARIES
1" x 1/4" PICKET, SPACING VARIES

4" x 3/4" END POST

1" x 3/4" PICKET

1/2" x 1/4" PICKET
(BEYOND)

30°

30°

2" x 6" HSS TOP RAIL AT GUARDRAIL WITH WOOD TOP RAIL

VERTICAL
STIFFENING PLATE

1
SCALE:

GUARDRAIL WOOD TOP RAIL
3"= 1'-0"

SECTION - B ELEVATION

EQ. EQ.

END POST

1/4" JOINT, TYP.

SHIM WOOD AS NEEDED TO
MAKE ADJOINING RAILS
FLUSH

2"

6 1/2"

1"

1"

3"

R3/8", TYP.

1"

8 1/4"

10°

5°

SECTION - A

COUNTER SUNK TAMPER
RESISTANT SS SCREW,
12" O.C.

3"

HSS TOP RAIL

MENDING PLATE

2

SCALE:

GUARDRAIL WITH HANDRAIL
1"= 1'-0"

A

SECTION ELEVATION - A

1/2" SQ. STAINLESS STEEL
HANDRAIL EXTENSION, WELD
MITER JOINT, 1/4" ROUNDED

EDGE, GRIND SMOOTH

1-1/2" DIA. STAINLESS STEEL
PIPE HANDRAIL

1/2" SQ. STAINLESS STEEL PIPE
HANDRAIL, WELD MITER JOINT,

GRIND SMOOTH

1-1/2" DIA. STAINLESS STEEL
CONTINUOUS PIPE HANDRAIL

ELEVATION

CONCRETE RETAINING WALL,
REF. STRUCTURAL

3'
-6

"

4"
MAX.

3'
-0

"

1 1/2"

1"

GUARDRAIL1
L6.04

5

4"

3"

A. SECTION B. ELEVATION

SCALE:

TYPICAL HANDRAIL JOINT
1"= 0'-1"

NOTES:
1. PROVIDE JOINTS MIN. 16 FEET O.C.
2. SHOW JOINT LOCATIONS AS PART OF SHOP DRAWINGS

1.5" ACTUAL
1.990 NOMINAL SCH 40 PPE
WITH WELDED NIPPLE

RAILING - TYPICAL RAILING JOINT.DWG

WELDED NIPPLE

SLEEVE PIPE OVER NIPPLE,
FRICTION FIT

FLUSH, NO GAP

SS SET SCREW ON
UNDERSIDE OF
PIPE TO CONCEAL,
LOCTITE 242

6
SCALE:

GUARDRAIL STRIP LIGHT
3"= 1'-0"

HARDWOOD RAIL

STRIP LIGHT MOUNTING PLATE

STRIP LIGHT, REF.
ELECTRICAL

3/4" DIA. HOLE FOR
POWER WIRE

POWER WIRE, REF. ELECTRICAL

3/4" DIA. HOLE FOR POWER
WIRE

JUNCTION BOX AND POWER
SUPPLY, REF. ELECTRICAL

3/4" PLATE INFILL, INSTALL ABOVE
JUNCTION BOXES FLUSH WITH
ADJACENT PAVING, REF ELEC.

HSS TOP RAIL

GASKET HOLE IN
ENCLOSURE AND HSS

WEATHERPROOF
ENCLOSURE

TWIN SCREW CLAMP AND
GASKET

HSS END POST

7
SCALE:

GUARDRAIL MENDING PLATE
3"= 1'-0"

SECTION B - ELEVATION

1/8" x 1" MOUNTING PLATE
WELDED TO TOP RAIL

1"

MENDING PLATE

A - PLAN

4"

1'-0"

HHS TOP RAIL

COUNTER SUNK TAMPER
RESISTANT SS SCREW

EQ
.

EQ
.

WELD MENDING PLATE TO
INSIDE OF HSS TOP FRAME

3/8" MENDING PLATE

B
-

A
-

8
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SCALE:

HALF-BALL
1"= 1'-0"

1'-1 1/2" DIA. 2'-3 3/8" DIA.

SECTION - HALF-BALL

PLAN - SMALL HALF-BALL PLAN - LARGE HALF-BALL

NOTES:
1. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
2. REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY.
3. REF. PLANS FOR LAYOUT.
4. REF. SPECS FOR COLOR.

SURFACE MOUNT PLATE,
PRE-DRILL HOLES TO ACCOMMODATE
3/8" x 4" BOLTS, TYP. OF (2)

POURED-IN-PLACE
RUBBER SURFACING
MOUND

9
L6.01

6"

X DIA. 3/4" MINUS AGGREGATE
COMPACTED TO 95%

CIP CONCRETE FOOTING,
REF. MANUFACTURER'S
RECOMMENDATIONS

HALF-BALL IMBEDDED TO
TOP OF PIP BASEMAT

CIP CONCRETE AT  MOUND

1'-
0"

PLAN - MEDIUM FULL-BALL

1'-7 3/4" DIA.

X:
SMALL HALF-BALL 1'-0" DIA.
MEDIUM HALF-BALLS 1'-6" DIA.
LARGE HALF-BALL 2'-0" DIA.

1

2

4

WEAR COURSE

CUSHION LAYER

Pvg-pip-mound.dwgSCALE:

POURED-IN-PLACE RUBBER SURFACING MOUND - SECTION
1"= 1'-0"

NOTE:
INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

2'-0" RADIUS AT
GRADE CHANGE, TYP.

6"

4"

1'-0" MIN

10
"

2'-0" RADIUS AT GRADE CHANGE, TYP.

CIP CONCRETE
WITH FIBER FORCE 300

3/4" MINUS AGGREGATE
COMPACTED TO 95%, TYP.

FILL IN LIFTS AT 12" MAX. AND
COMPACT EACH LAYER

REF. SPEC

4"
4"

SUBGRADE
COMPACTED TO 95%

#57 DRAIN ROCK

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

3" X 1.5" KEYWAY, TYP. OF (3)
LOCATE AT TOP, MIDDLE &
BOTTOM OF SLOPE, EVENLY
SPACE

SCALE:

BANISTER SLIDE - SECTION
1/2"= 1'-0"

B. SECTION - FRONT

3/4" MINUS AGGREGATE BASE
COMPACTED TO 95%

CIP CONCRETE FOOTING,
REF. MANUFACTURER'S
RECOMMENDATIONS

WELD SS PIPE TO 6" x 42" x
1/2" SS PLATE. BOLT PLATE
TO CONC. FOOTING WITH 5"
CONC. WEDGE ANCHORS

FINISH GRADE, REF. GRADING PLAN

POURED-IN-PLACE RUBBER
SURFACING AT MOUND

9
L6.01

4" DIA. SCHEDULE 40 SS PIPE (4 1/2" OD),
SATIN FINISH, TYPE. OF (4)

5'-3"

1'
-8

" T
YP

.
6"

10"

3'-11 1/2"

NOTE:
REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY.

A. SECTION - SIDE

POURED-IN-PLACE
RUBBER
SURFACING

9
L6.01

B

4" DIA. SCHEDULE 40 SS PIPE
(4 1/2" OD), SATIN FINISH,
TYP. OF (4)

POURED-IN-PLACE
RUBBER
SURFACING AT
MOUND

9
L6.01

FINISH GRADE,
REF. GRADING PLAN

CIP CONCRETE FOOTING,
REF. MANUFACTURER'S

RECOMMENDATIONS

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

WELD SS PIPE TO
6"x42"x1/2" SS PLATE.
BOLT PLATE TO CONC.
FOOTING WITH CONC.

WEDGE ANCHOR, TYP.

2'
-0

" M
IN

, T
YP

.

2'
-1

0"

1'-
4"

CL
R

8'-8 1/2"

2'-
6"

R1'-6"

R1'-6"

SCALE:

HILL CLIMBER ROPE FOOTING - SECTION
1"= 1'-0"

NOTES:
1. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
2. REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY
3. REF. PLANS FOR LAYOUT

POURED-IN-PLACE
RUBBER SURFACING

9
L6.01

6"

CIP CONCRETE FOOTING,
PER MANUFACTURER'S
RECOMMENDATIONS

3/4" MINUS COMPACTED
AGGREGATE

PLAY EQUIPMENT POST

FINISHED SURFACE

TOP OF FOOTING

5'
-0

" M
IN

. D
EP

TH

1'-6"

10
 1

/2
"

5

SCALE:

EMBANKMENT SLIDE - SECTION
1/2"= 1'-0"

NOTE:
REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY.

FINISH GRADE,
REF. GRADING PLAN

9
L6.01

POURED-IN-PLACE RUBBER
SURFACING AT MOUND

TOP OF PLATFORM

TOP OF POST

TOP OF BEDWAY

FINISH GRADE,
REF. GRADING PLAN

CIP CONCRETE FOOTING,
REF. MANUFACTURER'S
RECOMMENDATIONS

3/4" MINUS AGGREGATE
BASE COMPACTED TO 95%

1' - 0" MAX.
 TO TOP OF BEDWAY

30
°

1'-6"

3'
-3

"

CONTINUOUS FOOTING
BETWEEN POSTS, MIN. 3"

COVERAGE BEYOND POST.
(2) CURTAINS OF #4'S AT 12"

O.C. EACH WAY, EACH FACE

3

SCALE:

POLE CLIMBER FOOTING - SECTION
1"= 1'-0"

NOTES:
1. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
2. REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY
3. REF. PLANS FOR LAYOUT

POURED-IN-PLACE
RUBBER SURFACING

9
L6.01

6"

PLAY EQUIPMENT POST

FINISHED SURFACE

TOP OF FOOTING

5'
-0

" M
IN

. D
EP

TH

2'-0"

10
 1

/2
"

CIP CONCRETE FOOTING,
PER MANUFACTURER'S
RECOMMENDATIONS

3/4" MINUS COMPACTED
AGGREGATE

6
SCALE:

SKYPORT FOOTING - SECTION
1"= 1'-0"

NOTES:
1. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
2. REFERENCE ASTM F1487-17 AND THE CPSC HANDBOOK FOR PUBLIC PLAYGROUND SAFETY
3. REF. PLANS FOR LAYOUT

POURED-IN-PLACE
RUBBER SURFACING

9
L6.01

6"

CIP CONCRETE FOOTING,
PER MANUFACTURER'S
RECOMMENDATIONS

3/4" MINUS COMPACTED
AGGREGATE

PLAY EQUIPMENT POST

FINISHED SURFACE

TOP OF FOOTING

4'
-0

" M
IN

. D
EP

TH

1'-6"

10
 1

/2
"

7
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1 2

3/8" CONCRETE ANCHOR, TYP.
INSTALL PER
MANUFACTURER'S
RECOMMENDATIONS

NOTES:
1. REF PLANS FOR LAYOUT.
2. IN AREAS WITH PAVERS, CONC. ANCHOR MUST EXTEND 3" INTO CONC. PAVING

L6.01 SITE DETAILS.DWGSCALE:

BENCH
N.T.S.

BENCH, REF. SPECS

CONDITION VARIES,
REF. PLANS

VANDAL RESISTANT ANCHOR
BOLTS, INSTALL PER
MANUFACTURER'S
RECOMMENDATIONS

SCALE:

BIKE RACK - SECTION
1 1/2"= 1'-0"

BIKE RACK, SURFACE MOUNT,
REF. SPECS

CONCRETE PAVING1
L6.01

VANDAL RESISTANT ANCHOR
BOLTS, TYP., INSTALL PER
MANUFACTURER'S
RECOMMENDATIONS

SCALE:

LITTER RECEPTACLE - SECTION
1 1/2"= 1'-0"

LITTER RECEPTACLE,
SURFACE MOUNT, REF. SPECS

CONCRETE PAVING
1

L6.01

3

SCALE:

DRINKING FOUNTAIN - SECTION
1"= 1'-0"

M.D.F.

ACCESS
DOOR

ACCESS
DOOR

3/8 NYLON REINFORCED
NYLOBRAID TUBING W/ 1/2" MP

(WATER SUPPLY)

1 1/2" PVC

1/2" TORX BOLT & WASHER

OPTIMAL INTERNAL SURFACE CARRIER

SPOT WELD1/2" X 12" ZINC PLATED ROD

4
SCALE:

 SKATE DETERRENT - SECTION / ELEVATIONS
3"= 1'-0"

SECTION ELEVATION @ CONCRETE WALL JOINT

1 1/2"

A - TYPICAL SECTION/ELEVATION

1/2"

1/2"

1 
5/

8"

2"2"

2 1/4"2 1/2"

3/4"

A
-

7
L6.01

SAW CUT JOINT

RADIUS CORNER AT
CIP CONCRETE WALLS

1/2" x 1/2" x 5 1/2"
STAINLESS STEEL
FLAT BAR,
EASE ALL EDGES

3/16" STAINLESS
STEEL DOWEL
DRILL AND EPOXY

6

CANOE.DWGSCALE:

CANOE (O.P.C.I.)
1"= 1'-0"

4'-0"4'-0" 4'-0" 4'-0"

1'
-0

"

1" TYP.

1'
-4

"

1'
-8

"

1'
-4

"

1'
-0

"

GALV. STEEL POST
(BELOW), TYP.

CONCRETE FOOTING
(BELOW), TYP.

GALV. STEEL PLATE, TYP.

GALV. CARRIAGE BOLT, TYP.

1/2" DRAINAGE
HOLE, TYP.

1'-10", TYP. 1'-10", TYP.

1/8"x4" GALV. SUPPORT PLATE

CANOE,
OWNER PROVIDED

1 1/2" 1 1/2"

GALV. CARRIAGE BOLT

1 1/2" GALV. STEEL POST

3/8"x4" GALV. PLATE

3"3"

1/2" DRAINAGE HOLE

CANOE.DWGSCALE:

CANOE (O.P.C.I.) - FOOTING PLAN
1"= 1'-0"

PLAN

SECTION

RETAINING WALL
AT PLAYGROUND

10
L6.02

3/8" WEATHERING
STEEL WALL, FLUSH
WITH FACE OF FOOTING

4'-5 1/2"

17'-0"

3'-
11

"

R1
42

'-4
"

RETAINING WALL
AT PLAYGROUND

10
L6.02

5"

1/2" DIA. HILTI KWIK HUS-EZ CRC SCREW
ANCHOR WITH 2-1/4" EMBEDMENT DEPTH
@ 24" O.C., TYP.

STEEL POST, TYP.

8'-6 1/2"

SUPPORT PLATE (ABOVE), TYP.

SEALANT, SURROUND PIPE AT
WALL PENETRATION, BOTH SIDES

DRAIN PIPE, REF. CIVIL

REF. PLANS

RE
F.

 P
LA

NS

1'-0" EQ. (3' MAX.) 1'-0"

PLAN VIEW

CIP CONCRETE WALL

SCALE:
 SKATE DETERRENT AT BENCH

3/4"= 1'-0"

SKATE
DETERRENT

7
L6.06

EQ. (3' MAX.) EQ. (3' MAX.)

7

DOG STATUE.DWGSCALE:

DOG STATUE (O.P.C.I.)
1"= 1'-0"

(4) EQ.

PLAN

SECTION

CONCRETE
PAVING

1
L6.01

(4) 1" x 1/2" GALV. STEEL
FLAT BAR RISER

(6) 3/8" GALV. THREADED
ROD, DRILL AND EPOXY
INTO BOTTOM OF STATUE

GALV. STEEL FLAT BAR
RISER

GALV. THREADED ROD

DOG STATUE (O.P.C.I.)

6" METAL EDGING

FINISH GRADE
AT LAWN

METAL STAKE

FINISH GRADE AT
SHRUB BED

1" 1/2"

METAL EDGER.DWGSCALE:

METAL EDGE RESTAINT
1"= 1'-0"

5

8

9

10 BENCH-EXISTING.DWGSCALE:

CONCRETE BENCH (O.P.C.I.)
1"= 1'-0"

PLAN

SECTION

CONCRETE
PAVING

1
L6.01

COCRETE BENCH (O.P.C.I.)

GALV. THREADED ROD

(4) 3/8" GALV.THREADED
ROD, DRILL AND EPOXY
INTO BOTTOM OF BENCH

11

S
t.

 H
el

en
s 

R
iv

er
w

al
k

S
t. 

H
el

en
s,

 O
re

go
n

P
ro

je
ct

 N
um

be
r:

 P
-5

25
A

P
ro

je
ct

 M
an

ag
er

s:
 J

en
ni

fe
r 

D
im

sh
o;

 J
oh

n 
W

al
sh

SHEET NUMBER

SHEET TITLE

DRAWN BY

CHECKED BY

REVISIONS
NO. DESC. DATE

PHASE

FINAL PLANS

DATE

07/21/2023

FOUNDED 1850

L6.06

SITE DETAILS -
SITE FURNISHINGS

J. CARLSON

S. SIMMS

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION



S
t.

 H
el

en
s 

R
iv

er
w

al
k

S
t. 

H
el

en
s,

 O
re

go
n

P
ro

je
ct

 N
um

be
r:

 P
-5

25
A

P
ro

je
ct

 M
an

ag
er

s:
 J

en
ni

fe
r 

D
im

sh
o;

 J
oh

n 
W

al
sh

SHEET NUMBER

SHEET TITLE

DRAWN BY

CHECKED BY

REVISIONS
NO. DESC. DATE

PHASE

FINAL PLANS

DATE

07/21/2023

FOUNDED 1850

L6.07

SITE DETAILS -
SIGNAGE

J. CARLSON

S. SIMMS

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION



S
t.

 H
el

en
s 

R
iv

er
w

al
k

S
t. 

H
el

en
s,

 O
re

go
n

P
ro

je
ct

 N
um

be
r:

 P
-5

25
A

P
ro

je
ct

 M
an

ag
er

s:
 J

en
ni

fe
r 

D
im

sh
o;

 J
oh

n 
W

al
sh

SHEET NUMBER

SHEET TITLE

DRAWN BY

CHECKED BY

REVISIONS
NO. DESC. DATE

PHASE

FINAL PLANS

DATE

07/21/2023

FOUNDED 1850

L6.08

SITE DETAILS -
SIGNAGE

J. CARLSON

S. SIMMS

NOT FOR 
CONSTRUCTION

NOT FOR 
CONSTRUCTION



LOCKABLE ENCLOSURE

1-INCH CONDUIT AND FITTINGS TO POWER SUPPLY

POWER SUPPLY WIRE

2-INCH CONDUIT AND FITTINGS FOR STATION WIRES

MASTER VALVE AND REMOTE CONTROL VALVE
WIRES

FLOW SENSOR WIRE (PE 39, 89 OR 54) TO FLOW
SENSOR

1

2

3

4

5

6

1

2

3

4

5

6 NOTES:
1. SEE SPECIFICATIONS FOR MODEL AND MANUFACTURER.
2. INSTALL PER MANUFACTURER'S SPECIFICATIONS.

SCALE:

WALL MOUNTED CONTROLLER
N.T.S

IRRIGATION HEAD SET
FLUSH W/ FINISH GRADE

SCALE:

POP-UP SPRINKLER
1"= 1'-0"

FINISH GRADE/
TOP OF MULCH

BARB ELBOW
  1/2-INCH MALE NPT
  x .490 INCH

POLYETHYLENE "FLEX PIPE"
LENGTH AS REQUIRED.

PVC SCH. 40 TEE

BARB ELBOW
  1/2-INCH MALE NPT
  x .490 INCH

LATERAL LINE

L7.01 IRRIGATION AND PLANTING DETAILS.DWGSCALE:

IRRIGATION SLEEVES
N.T.S.

SECTION AT PAVING

SE
E 

NO
TE

S

ROOFING NAIL TO MARK SLEEVE

PAVING

BACKFILL

SCHED.40 P.V.C. SLEEVE

NOTES:
1. EXTEND IRRIGATION SLEEVE 6 INCHES BEYOND EDGE OF PAVING.
2. DEPTH OF MAINLINE = 18 INCHES
3. DEPTH OF LATERAL LINE @ PAVING = 14 INCHES
4. DEPTH OF LINES UNDER PAVING SURFACE = 24 INCHES MIN.
5. SLEEVES ARE TO BE TWICE THE DIAMETER OF THE LINE OR LINES PASSING THROUGH THEM.

3

6 7

MANUAL ISOLATION VALVE

SUB-METER

"TEE" FROM WATERMAIN
FLOW

M

BACKFLOW PREVENTOR

FLOW METER

MASTER CONTROL VALVE

QUICK COUPLING VALVE

Irr-POC-schematic.dwg

TO BE PROVIDED BY
IRRIGATION CONTRACTOR

TO BE PROVIDED
BY CITY

SCALE:

POINT OF CONNECTION - PLAN SCHEMATIC
N.T.S.

1

FLOW
18

" M
IN

.

L7.01 IRRIGATION AND PLANTING DETAILS.DWGSCALE:

ISOLATION VALVE - SECTION
N.T.S.

VALVE BOX W/ LOCKING LID
FLUSH W/ FINISH GRADE

FINISH GRADE/TOP OF MULCH

BALL VALVE, SAME SIZE AS PVC
LINE. MOUNT W/LEVER ON SIDE
AS SHOWN

SCH. 40 PVC MALE ADAPTER (2)

MAINLINE

CONCRETE BLOCK, TYP.
(1) EACH CORNER

6 INCH MIN. PEA GRAVEL

FLOW
CONCRETE BLOCK, TYP.
(1) EACH CORNER

LATERAL LINE

FROM MAINLINE

FLOW

WATERPROOF SPLICE CONNECTIONS (2) &
ID TAG

6 INCH MIN. PEA GRAVEL

UNION- DOWNSTREAM OF CONTROL
VALVE

REMOTE CONTROL VALVE

COVER

ANGLE GLOBE VALVE

VALVE BOX WITH LOCKING 

FINISH GRADE/TOP OF MULCH

FLUSH W/ FINISH GRADE

WIRE, COILED
30 INCH LINEAR LENGTH OF

L7.01 IRRIGATION AND PLANTING DETAILS.DWGSCALE:

REMOTE CONTROL VALVE
N.T.S.

4 5
SCALE:

TRENCHING - SECTION
1"= 1'-0"

BLUE TRACE TAP

CONTROL WIRES

MAINLINE

FINISH GRADE

TOPSOIL

BACKFILL

12
"-

14
"

18
"-

20
"

6"

NOTES:
1. DON'T STACK LATERALS
2. SNAKE ALL PIPING IN TRENCHING.
3. TIE LOOSE 3' LOOP IN ALL IRRIGATION
4. WIRING AT CHANGES IN DIRECTION GREATER THAN 30 DEG. UNTIE AFTER ALL CONNECTIONS HAVE BEEN

MADE.
5. WHERE ELECTRICAL WIRING DOES NOT SHARE COMMON TRENCH, OVER-EXCAVATE TRENCH 2" MIN. AND

BACKFILL WITH SPECIFIED BEDDING MATERIAL.

LATERAL LINE

8

Plnt-gcvr-section.dwg

2" DEPTH
MULCH, REF
SPECS.

SPACE
GROUNDCOVER
AS INDICATED IN
PLANT
SCHEDULE

AMENDED
TOPSOIL

UNDISTURBED
SUBGRADE

C
L

C
L

2"
1'

-0
"

SCALE:

SECTION - GROUND COVER PLANTING 
1 1/2"= 1'-0"

9 11 1210

1/3

60° 60
°

SCALE:

PLAN - TRIANGULAR GROUNDCOVER SPACING DETAIL
1"= 0'-1"

NOTE: CHECK ROOTBALL FOR PRESENCE OF ROOT FLARE AT BASE OF TRUNK.  REMOVE EXCESS
SOIL OVER ROOT FLARE AND ADJUST DEPTH OF PLANTING HOLE TO ACCOMODATE REDUCED
ROOTBALL DEPTH IF NEEDED.  ROOT FLARE MUST BE VISIBLE ABOVE MULCH/SOIL/ROOTBALL.

REMOVE PLANT FROM CONTAINER OR REMOVE
TWINE AND BURLAP FROM TOP 2/3 OF ROOT BALL.

SAUCER SHAPED PLANTING PIT, LOOSEN SIDES AND
BOTTOM PRIOR TO SETTING PLANT & BACKFILLING

2" DEEP MULCH, REF. SPECS
KEEP MULCH MIN. 4" AWAY
FROM SHRUB STEMS

AMENDED NATIVE SOIL,
DO NOT COMPACT, WATER IN FOR CORRECT SETTLEMENT

ROOTBALL CROWN TO BE 1" ABOVE FINISH GRADE,
SLOPE BACKFILL TO MEET SIDE OF ROOTBALL.  DO NOT
COVER TOP OF ROOTBALL WITH BACKFILL.

UNDISTURBED SUBGRADE

3 X DIA. OF
ROOTBALL

SCALE:

SHRUB PLANTING 
1/2"= 1'-0"Plnt-tree-dec.dwg

CLEQ. EQ.

SCARIFY SIDES AND BOTTOM OF PIT PRIOR TO TREE
PLACEMENT AND BACKFILLING

STABILIZE ROOTBALL WITH SHALLOW AREA OF
COMPACTED BACKFILL

AMENDED TOPSOIL BACKFILL,
DO NOT COMPACT, WATER IN FOR CORRECT SETTLEMENT

REMOVE ALL BURLAP, TWINE AND WIRE FROM TOP 2/3 OF
ROOTBALL. REMOVE ALL PLASTIC AND NYLON ENTIRELY.

TREE TIES, REF. SPECS

2" DIA. ROUND WOODEN STAKE, 8'-0" LENGTH, (2) PER
TREE, DRIVE INTO UNDISTURBED SOIL

ROOTBALL CROWN TO BE 2" ABOVE FINISH GRADE, SLOPE
BACKFILL TO MEET SIDE OF ROOTBALL. DO NOT COVER TOP OF
ROOTBALL WITH BACKFILL.

2" DEPTH COMPOSTED MULCH, DO NOT PLACE MULCH
AGAINST TRUNK OR OVER ROOTBALL.

NOTES:

1. CHECK ROOTBALL FOR PRESENCE OF ROOT FLARE AT BASE OF TRUNK.  REMOVE EXCESS SOIL OVER ROOT FLARE AND ADJUST DEPTH OF
PLANTING HOLE TO ACCOMODATE REDUCED ROOTBALL DEPTH IF NEEDED.  ROOT FLARE MUST BE VISIBLE ABOVE MULCH/SOIL/ROOTBALL.

2. MARK SOUTH SIDE OF TRUNK IN NURSERY.  PLANT WITH SAME ORIENTATION IN THE FIELD.

M
IN

. 1 2 O
F

TR
EE

 H
EI

GH
T

UNDISTURBED SUBGRADE

3 X DIA. OF
ROOTBALL

SAUCER SHAPED TREE PIT

SCALE:

DECIDUOUS TREE PLANTING - SECTION
N.T.S.

SCALE:

PLANTING AT RIP-RAP
N.T.S.

REMOVE RIP-RAP TO CREATE
POCKETS FOR CONTAINERIZED
MATERIAL - HOLE TO BE 2X
WIDTH OF ROOT BALL

LIVE STAKE - SEE DETAIL 13/7.01

RIP RAP - SEE STRUCTURAL

MIN. 2/3 BURIAL

CONTAINERIZED PLANT

PLANTING SOIL

3" DEEP 1"-2" ROUND RIVER ROCK MULCH

13 L7.01 IRRIGATION AND PLANTING DETAILS.DWGSCALE:

LIVE STAKE
N.T.S.

NOTES:
1. HARVEST AND PLANT STAKES DURING

THE DORMANT SEASON.
2. USE HEALTHY, STRAIGHT, AND LIVE

WOOD AT LEAST ONE-YEAR OLD.
3. MAKE CLEAN CUTS AND DO NOT

DAMAGE STAKES OR SPLIT ENDS
DURING INSTALLATION, USE A PILOT
BAR (DIBBLE) IN FIRM SOILS.

4. SOAK STAKES FOR 24 HOURS (MIN.)
PRIOR TO INSTALLATION.

5. ENSURE MIN. 50-70% OF STAKE IS IN
NATIVE SOIL

6. TAMP THE SOIL AROUND THE STAKE.

CUT TOP OF STAKE SQUARE

3/4" - 3" DIAM. PLANT CUTTING

TRIM BRANCHES FLUSH

CUT END AT 45° ANGLE PRIOR TO INSTALLATION

5'
 M

IN
.

INSERT STAKE WITH BUD POINT UP
- 2 TO 5 BUDS SHALL BE ABOVE FINISH
GRADE - ADDITIONAL LENGTH TO BE
REMOVED

14

6 INCH MIN. PEA GRAVEL

QUICK COUPLING VALVE, REF SPECS

FINISH SUBGRADE

GALV. UNION EACH SIDE

FLOW METER, REF SPECS

MASTER VALVE, SIZE PER SYSTEM REQ.

MAINLINE - PIPE LENGTH 10X
DIAMETER OF PIPE

VALVE BOX WITH LOCKING COVER FLUSH WITH
FINISH GRADE, ADD EXTENSION RINGS AS REQ'D

18
" M

IN
.

NOTE:
INSTALL BACKFLOW PREVENTION PER LOCAL CODE AND TO MEET REQUIREMENTS OF PREVAILING JURISDICTIONS.

10 x PIPE
DIAM.POTABLE WATER LINE FROM

WATER IRRIGATION WATER
METER

SCHEDULE 40 GALV. FITTINGS,
TYP FOR WATER METER SIDE

GATE VALVE (LINE SIZE) EACH SIDE

FLOW

L7.01 IRRIGATION AND PLANTING DETAILS.DWGSCALE:

POINT OF CONNECTON ASSEMBLY - ELEVATION
N.T.S.

BACKFLOW PREVENTION ASSEMBLY,
REF. SPECS

CONCRETE THRUST BLOCK, TYP.

FINISH GRADE/TOP OF MULCH

MALE ADAPTER/REDUCER

MAINLINE

12
" M

IN
.
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ROOM NAME

101

ASSEMBLY TAG

WINDOW TAG

DOOR TAG

NORTH ARROW

DETAIL TAGS

EXTERIOR ELEVATION TAG

INTERIOR ELEVATION TAG

BUILDING SECTION TAG

WALL SECTION TAG

ELEVATION DATUM 

GRID LINE/ GRID BUBBLE

ROOM TITLE

TEMPERED GLAZING

GRAPHIC SCALE

REVISION TAG AND CLOUD

A1

A3.02 3

A101

1

SIM

A.1

A101

1

SIM

A3.02 1A1C

1D

1B

T

A8.01 A8.01

A5.11

A4.11

SIMSIM

SIMSIM

SIM

2

SIM

SIM

A4.01

A4.11

SIM

SIM

1

1

A4.11A4.11

1

A4.01

1

TOP OF SLAB
100'-0"

2

0' 4' 8' 16'

N

SLAB ON GRADE - NON-RATED
1A

ASSEMBLY: NA FIRE: NR STC: NA

EXTERIOR WALL - NON-RATED
3A

ASSEMBLY: NA FIRE: NR STC: NA

ROOF/CEILING - NON-RATED - STORAGE
4A

ASSEMBLY: NA FIRE: NR STC: NA

REINFORCED CONCRETE SLAB, 
SEE STRUCTURAL FOR SLAB 
THICKNESS AND SPACING OF 
REINFORCEMENT

PLYWOOD SHEATHING

2X6 FRAMING, 16" O.C.

PLYWOOD SHEATHING, SEE 
STRUCTURAL

DRAINABLE HORIZONTAL 
FURRING CHANNELS

PHENOLIC ALUMINUM PANEL 
SIDING, EXPOSED FASTENERS TO 
MATCH PANEL COLORINTERIOR

EXTERIOR

ROOF MEMBRANE, FULLY ADHERED

ROOF UNDERLAYMENT

PLYWOOD SHEATHING, SEE 
STRUCTURAL

JOISTS, SEE STRUCTURAL

WRB

R-21 THERMAL BATT INSULATION

ROOF/CEILING - NON-RATED STAGE
2A

ASSEMBLY: NA FIRE: NR STC: NA

ROOF MEMBRANE, FULLY ADHERED (GREY)

ROOF UNDERLAYMENT

TWO (2) LAYERS PLYWOOD SHEATHING, 
SEE STRUCTURAL. FINISH SIDE 
PLYWOOD FINISH FACE DOWN

JOISTS, SEE STRUCTURAL FOR JOIST 
SPACING, PRIME AND PAINT SW 7699

CEILING OPEN TO STRUCTURE 
ABOVE, PRIME AND PAINT SW 7699

VAPOR RETARDER

1-1/2" RIGID INSULATION

VAPOR RETARDER

R-21 BATT INSULATION

15 MIL VAPOR BARRIER (AT 
INTERIOR SLAB LOCATIONS)

INTERIOR (NON 
CONDITIONED)

P
lo

t D
at

e:

R
ev

it 
F

ile
:

808 SW Third Avenue, Suite 300
Portland, OR 97204

main 503.287.6825
www.otak.com

Otak Architects, Inc.
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A0.01

CODE SUMMARY,

ABBREVIATIONS,  SYMBOLS

AND ASSEMBLIES -

ARCHITECTURE

FINAL PLANS

PP, AP

SE

SYMBOLS

DRAWING SHEET INDEX

ARCHITECTURE

A0.01 CODE SUMMARY, ABBREVIATIONS,  SYMBOLS AND ASSEMBLIES
- ARCHITECTURE

A0.02 SITE PLAN

A2.01 STAGE PLANS

A2.02 STAGE EXTERIOR ELEVATIONS AND SECTION

A2.03 PAVILION PLANS AND ELEVATIONS

GA GAUGE, GYPSUM ASSOCIATION
GAL GALVANIZED
GB GRAB BAR
GPM GALLONS PER MINUTE
GYP GYPSUM

HB HOSE BIB
HC-PHB HOLLOW CORE PRIMED

HARDBOARD
HDR HEADER
HDW HARDWARE
HM HOLLOW METAL
HORIZ HORIZONTAL
HR HOUR
HVAC HEATING VENTILATION AND AIR 

CONDITIONING

IBC INTERNATIONAL BUILDING 
CODE

IN INCH
INFO INFORMATION
INSUL INSULATE(D), (ION)
INT INTERIOR

JAN JANITOR'S 
JST JOIST

KDHM KNOCK-DOWN HOLLOW METAL
KIT KITCHEN

LAM LAMINATE
LAUN LAUNDRY
LD LOAD
LGT LIGHT
LN LINEN
LVT LUXURY VINYL TILE
LW LIVE/WORK

MAINT MAINTENANCE
MATL MATERIAL
MAX MAXIMUM
MDF MEDIUM DENSITY FIBERBOARD
MECH MECHANICAL
MEMB MEMBRANE
MFR MANUFACTURER
MIN MINIMUM
MIRR MIRROR(ED)
MISC MISCELLANEOUS
MTL METAL

N NORTH
NA NOT APPLICABLE
NIC NOT IN CONTRACT
NO NUMBER
NR NON RATED
NTS NOT TO SCALE

OC ON CENTER
OCC OCCUPANT(S), OCCUPANCY,

(IES)
OLF OCCUPANT LOAD FACTOR
OPP OPPOSITE
OPNG OPENING
ORD OVERFLOW ROOF DRAIN
OSB ORIENTED STRAND BOARD
OSSC OREGON STRUCTURAL 

SPECIALTY CODE
OVFL OVERFLOW

PLAM PLASTIC LAMINATE
PL PLATE, PROPERTY LINE
PLYWD PLYWOOD
PNL PANEL
PNT PAINT
PR PAIR
PREFIN PREFINISHED
PREPR PRE-PRIMED
PT PRESSURE TREATED, POST 

TENSION

R RISER, RADIUS
R & S ROD AND SHELF
RCP REFLECTED CEILING PLAN(S)
RD ROOF DRAIN
REF REFERENCE
REFL REFLECTED
REFR REFRIGERATOR
REQD REQUIRED
REST RESTROOM
RM ROOM
RO ROUGH OPENING

SAMF SELF-ADHERING MEMBRANE 
FLASHING

SD SMOKE DETECTOR
SF SQUARE FOOT
SHTHG SHEATHING
SIM SIMILAR
SPEC SPECIFICATION
STD STANDARD
STL STEEL
STOR STORAGE
STC SOUND TRANSMISSION CLASS
STRUCT STRUCTURAL
SV SHEET VINYL

T TREAD, TEMPERED
T & G TONGUE & GROOVE
TB TOWEL BAR
TG TEMPERED GLASS
THK THICK, THICKNESS
TO TOP OF
TP TOILET PAPER
T/S TUB/SHOWER
TYP TYPICAL

UNO UNLESS NOTED OTHERWISE
UNFIN UNFINISHED

VCT VINYL COMPOSITION TILE
VERT VERTICAL
VRFY VERIFY

W WASHER
W/ WITH
WD WOOD
WH WATER HEATER
WIC WALK IN CLOSET
WIN WINDOW
WP WATERPROOF
WR WATER RESISTANT
WRB WATER RESISTANT BARRIER

ABBREVIATIONS
# NUMBER
& AND
C CENTERLINE

AC ACRE
ACC ACCESSIBLE
AED AUTOMATED 

EXTERNAL 
DEFIBRILLATOR 

AFF ABOVE FINISH FLOOR
ADJ ADJUSTABLE
AHU AIR HANDLING UNIT
ALUM ALUMINUM
APPROX APPROXIMATE
APT APARTMENT

BD BOARD
BDRM BEDROOM
BLDG BUILDING
BLKG BLOCKING
BM BEAM
BOT BOTTOM
BR BEDROOM

CIP CAST-IN-PLACE
CJ CONTROL JOINT
CL CLOSET
CLG CEILING
CLR CLEAR(ANCE)
CMU CONCRETE MASONRY UNIT
CPT CARPET
COL COLUMNS
CONT CONTINUOUS
CONC CONCRETE
CORR CORRIDOR

D DRYER
DBL DOUBLE
DF DRINKING FOUNTAIN
DIA DIAMETER
DIM DIMENSION
DN DOWN
DR DOOR
DS DOWN SPOUT
DU DWELLING UNIT
DW DISHWASHER
DWG DRAWING

EA EACH
EJ EXPANSION JOINT
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR
EP ELECTRICAL PANEL
EQUIP EQUIPMENT
EQ EQUAL
EXIST EXISTING
EXT EXTERIOR

FCP FIBER CEMENT PANEL
FD FLOOR DRAIN
FEC FIRE EXTINGUISHER CABINET
FIN FINISH
FLR FLOOR
FND FOUNDATION
FO FACE OF
FOC FACE OF CONCRETE
FOF FACE OF FINISH
FOS FACE OF STUD
FOW FACE OF WALL
FT FEET
FTG FOOTING WALL
FT FEET

L

SEE STRUCTURAL FOR SHEAR WALL LOCATIONS. ADD SHEATHING 
TO ASSEMBLY AS REQUIRED BY STRUCTURAL ENGINEER. WHERE A 
NON-SHEAR WALL EXTENDS AND ALIGNS PARALLEL WITH A SHEAR 
WALL, PROVIDE ADDITIONAL SHEATHING LAYERS TO THE NON-
SHEAR WALL TO PROVIDE CONTINUOUS FACE OF FINISH.

PROVIDE ADDITIONAL BLOCKING AS REQUIRED TO SUPPORT 
SHELVING, TOWEL BARS, RAILINGS, AND ALL OTHER WALL-
MOUNTED ACCESSORIES AND EQUIPMENT.

ASSEMBLY NOTES        _
1.

2.

ASSEMBLIES

BUILDING CODE:  2022 OREGON STRUCTURAL SPECIALTY CODE (OSSC)
ELECTRICAL CODE: 2017 OREGON ELECTRICAL SPECIALTY CODE (OESC)
ENERGY CODE: 2021 OREGON ENERGY EFFICIENCY CODE
FIRE CODE: 2022 OREGON FIRE CODE (OFC)
PLUMBING CODE 2021: OREGON PLUMBING SPECIALTY CODE (OPSC)
ACCESSIBLITY: ICC/ANSI A117.1-2007 ACCESSIBILITY

APPLICABLE CODES       _

THIS PROJECT CONSIST OF AN EXTERIOR PERFORMANCE STAGE LOCATED IN A 
PUBLIC PARK, THE STAGE WILL HAVE A CONCRETE FOUNDATION, WITH A WOOD 
FRAMED ROOF SUPPORTED BY STEEL COLUMNS. THERE IS A SMALL 
ACCESSORY STRUCTURE WILL BE GROUP U OCCUPANCY. BOTH STRUCTURES 
ARE UNCONDITIONED, NON-SPRINKLERED TYPE VB CONSTRUCTION.

303.6 - OCCUPANCY CLASSIFICATION  GROUP A-5/ U
410.5.3.2 - EXIT ACCESS TRAVEL DISTANCE SHALL NOT BE GREATER THAN 300 FT
410.6 - AUTOMATIC SPRINKLER SYSTEM NOT REQUIRED FOR STAGES 1000 SF OR 
LESS IN AREA AND 50'-0 OR LESS IN HEIGHT (STAGE AREA IS UNDER 1000 SF)
504.3 - ALLOWABLE HEIGHT - 40' ACTUAL - 19'-6"
506.2 - ALLOWABLE AREA A-5 - UNLIMITED
601 - CONSTUCTION TYPE - VB (NON RATED STRUCTURE) 
1004.5 - OCCUPANT LOAD - PLATFORMS - 15 NET  = 57 OCC. 
1006.3 - (2) EXITS REQUIRED - (2) EXITS PROVIDED
1505.1 - MIN ROOF COVERING CLASSIFICATION - VB - C

CODE NARRATIVE       _

1 6.28.2023 Plan Check Responses

7.11.23



COLUMBIA RIVER

COWLITZ STREET

PAVILION, SEE 1/A2.03 

SEE LANDSCAPE L2.01 

FOR STRUCTURE 

LOCATION

STAGE, SEE 1/A2.01, 

SEE LANDSCAPE 

SHEET L2.01 FOR 

STRUCTURE 

LOCATION

STORAGE, SEE 1/A2.01 

PLAYGROUND, SEE LANDSCAPE
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A0.02

SITE PLAN

FINAL PLANS

PP, AP

TH

SCALE: 1" = 10'-0"A0.02

1 SITE PLAN
N
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A2.02

2

OUTLINE OF ROOF ABOVE

A.2 A.3

A.A

A.B

A2.02 3

A2.02
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A2.021

1' - 4" 33' - 4" 1' - 4"3' - 6" 17' - 0"

2
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' 
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3
"

1' - 7 1/2"

1' - 11"

117 SF

ACCESSORY

001

001
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A2.02

7

A2.02

7

A2.02

5

A2.02

5

A2.02

3
 3
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A2.04

6

BASALT STONE VENEER 
AT STAGE, SEE 
LANDSCAPE DRAWINGS

ANCHOR TAB FOR SCREEN

A2.02
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3A

002A

002B

002C

002D

002E

002F

002G

1' - 11"
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9
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6
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A.1 A.4

3A
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A2.04
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LANDSCAPE WALLS SEE 
LANDSCAPING
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002

CONCRETE PAVING, SEE 
LANDSCAPE DRAWINGS 
FOR FINISH 

TYP

4' - 0"
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4
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0
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3' - 6 1/2"
3' - 6 1/2"

STAGE

850 SF

(57 OCC)

(1 OCC) 
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DISTANCE: 30'-0"
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28

DS
DS

DS

A2.02
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A.A

A.B
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MEMBRANE ROOF
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PRE-FINISHED 
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CHARCOAL GREY

A. FLUSH B. ROLLING STAGE PANEL

SPRING LOADED CASTERS

CASTERS

METAL FLASHING

PHENOLIC ALUMINUM PANEL, 
SEE 21/A2.04 FOR PATTERN. EXPOSED 
FASTENERS TO MATCH PANEL

PAINT TO MATCH 
ADJACENT SIDING 
MATERIAL

LOCK PIN

A2.02

2

A.2 A.3

A.A

A.B

A2.02 3

A2.02
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A2.021

12"X12"x96" BOX TRUSS 
LIGHT RIGGING HANG 
FROM WOOD BLOCKING
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A2.02

5
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2
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3
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HSS COLUMN SEE 
STRUCTURAL, TYP

A2.02

8

A.1 A.4

16

A2.04

ACCESSORY

001

001

ELECTRIC BIRD DETERRENT 
STRIPS LOCATED ON TOP 
OF BEAM

ELECTRIC BIRD DETERRENT 
STRIPS LOCATED ON TOP 
OF BEAM

ELECTRIC BIRD DETERRENT 
STRIPS LOCATED ON TOP 
OF BEAM

SEAL ALL EXPOSED WOOD  
BEAMS, PRIME AND PAINT 
LVL JOIST SW 7699

6X6 WOOD BLOCKING 
BETWEEN ROOF 
FRAMING, ATTACH WITH 
SIMPSON HU66 EA SIDE

1
' 
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0
"
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A2.01

STAGE PLANS

FINAL PLANS

PP, AP

SE

SCALE: 1/4" = 1'-0"A2.01

1 FLOOR PLAN - STAGE

ALL DIMENSIONS AND GRIDS ARE TO FACE OF STUD AND EDGE OF 
ROUGH OPENING UNLESS OTHERWISE NOTED.

SEE LANDSCAPE SHEET L201 FOR STRUCTURE LOCATIONS

1.

2.

BUILDING PLAN NOTES _

SCALE: 1/4" = 1'-0"A2.01

2 ROOF PLAN - STAGE

0' 2' 4' 8'

SEE LOWER FLOOR PLANS FOR BUILDING DIMENSIONS.1.

ROOF PLAN NOTES _

DOOR / PANEL SCHEDULE - STAGE
DOOR

NO Type Mark LOCATION
OPENING

WIDTH HEIGHT THICKNESS

DOOR FRAME

HARDWARE COMMENTSMATERIAL FINISH MATERIAL FINISH

001 A ACCESSORY 3' - 0" 6' - 8" 1 3/4" HM PAINTED HM PAINTED STORAGE ROOM LOCK

002 A ACCESSORY 3' - 0" 6' - 8" 1 3/4" HM PAINTED HM PAINTED STORAGE ROOM LOCK

002A B STAGE 2' - 10" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002B B STAGE 5' - 8" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002C B STAGE 5' - 8" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002D B STAGE 5' - 8" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002E B STAGE 5' - 8" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002F B STAGE 5' - 8" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

002G B STAGE 2' - 10" 7' - 6" 2" ALUM PRE-FIN ALUMINUM POWDER COATED SPRING LOADED CASTER WHEELS CUSTOM FABRICATION

SCALE: 1/4" = 1'-0"

DOOR TYPES3

A2.01

SCALE: 1/4" = 1'-0"A2.01

3 REFLECTED CEILING PLAN - STAGE

N
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A.2A.3

7

A2.02

5

A2.02

CURVED HSS BEAM PAINT 
CHARCOAL GRAY 0070

SLIDING DOOR PANELS
FOR PATTERN SEE 

24

A2.04

23

A2.04

A.1A.4

FOR SIDING PATTERN 
SEE 21/A2.04

PHENOLIC 
ALUMINUM PANEL, 
COLOR - CHARCOAL 
GRAY 0070

21/A2.04

TPO MEMBRANE ROOF - GRAY

PREFINSHED 
METAL DOWN 
SPOUT

11

A2.04

A.A A.B

GLULAM BEAM

LVL JOISTS
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A2.02

16
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T.O. STRUCTURE
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PAINT DOOR TO MATCH 
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COLOR - CHARCOAL 
GRAY 0070

PREFINISHED METAL 
CAP FLASHING
COLOR - CHARCOAL 
GRAY 0070

1
0
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7
"

T.O. 
STRUCTURE

A.2 A.3

CURVED 
GLULAM BEAM

7
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S

T.O. STRUCTURE

SIGNAGE - SEE L607 FOR 
SIGNAGE AT STAGE

FOR SIDING PATTERN AND 
COLORS SEE 21/A2.04

ANTI-GLARE 
GLAZING SYSTEM

SLIDING PANEL FOR 
PATTERN SEE 21/A2.04

PREFINISHED METAL 
FLASHING - CHARCOAL 
GRAY

LANDSCAPE WALLS SEE 
LANDSCAPE DRAWINGS

11

A2.04

A.AA.B

STEEL BEAM/ PANEL RAIL

6

A2.02

16

A2.04

PHENOLIC ALUM. 
PANEL, COLOR 
CHARCOAL GRAY 0070

EQEQEQ

PREFINISHED METAL 
FLASHING - CHARCOAL 
GRAY 0070

PHENOLIC 
ALUMINUM PANEL, 
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GRAY 0070
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T.O. 
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WOOD-WRAPPED HSS 
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17" WIDE @ BASE, 9" 
WIDE @ TOP
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A2.04
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23

LANDSCAPE WALLS SEE 
LANDSCAPE DRAWINGS
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SLIDING WALL 
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CURVED BEAM/ 
PANEL RAIL - PAINT 
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STRUCTURAL

ACCESSORY

001
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BEAM - PAINT 
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GLAZING SYSTEM
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001
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A2.04
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RIGGING TRUSS HUNG 
FROM BLOCKING

(2) ROWS 6X6 WOOD 
BLOCKING BETWEEN 
TRUSSES, ATTACH WITH 
SIMPSON HU 66 HANGER 
EACH SIDE OF BLOCKING
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A2.02

STAGE EXTERIOR ELEVATIONS

AND SECTION

FINAL PLANS

PP, AP

SE

SEE BUILDING FLOOR PLANS FOR WINDOW AND DOOR TAGS AND 
ACTIVE PANELS

SIDING TYPE,  REVEALS & BUILDING COLORS SHALL WRAP AROUND 
CORNERS INTO RECESSED AREAS UNLESS OTHERWISE NOTED. 

SEE A0.01 FOR CONSTUCTION ASSEMBLY DETAILS

ELEVATION NOTES       _  
1.

2.

3.

0' 2' 4' 8'

ELEVATION LEGEND     _

SCALE: 1/4" = 1'-0"A2.02

4 STAGE ELEVATION - EAST
SCALE: 1/4" = 1'-0"A2.02

3 STAGE - NORTH

SCALE: 1/4" = 1'-0"A2.02

2 STAGE - ELEVATION - WEST
SCALE: 1/4" = 1'-0"A2.02

1 STAGE - ELEVATION  SOUTH

SCALE: 1/4" = 1'-0"A2.02

5 STAGE CROSS SECTION
SCALE: 1/4" = 1'-0"A2.02

6 SECTION THOUGH STAGE AND STORAGE

SCALE: 1/4" = 1'-0"A2.02

7 STORAGE CROSS SECTION

SCALE: 1/4" = 1'-0"A2.02

8 STAGE RIGGING - ELEVATION

1 6.28.2023 Plan Check Responses

7.11.23
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A2.03

PAVILION PLANS AND

ELEVATIONS

FINAL PLANS

PP, AP

SE

ALL DIMENSIONS AND GRIDS ARE TO FACE OF STUD AND EDGE OF 
ROUGH OPENING UNLESS OTHERWISE NOTED.

SEE LANDSCAPE SHEET L201 FOR STRUCTURE LOCATIONS

1.

2.

BUILDING PLAN NOTES _

0' 2' 4' 8'

SEE LOWER FLOOR PLANS FOR BUILDING DIMENSIONS.1.

ROOF PLAN NOTES _

SCALE: 1/4" = 1'-0"A2.03

1 FLOOR PLAN - PAVILION

SCALE: 1/4" = 1'-0"A2.03

2 PAVILION - NORTH
SCALE: 1/4" = 1'-0"A2.03

3 PAVILION - EAST

SCALE: 1/4" = 1'-0"A2.03

4 PAVILION - SOUTH
SCALE: 1/4" = 1'-0"A2.03

5 PAVILION - WEST

SCALE: 1/4" = 1'-0"A2.03

6 ROOF PLAN - PAVILION
SCALE: 1/4" = 1'-0"A2.03

7 REFLECTED CEILING PLAN - PAVILION

SCALE: 1/4" = 1'-0"A2.03

8 PAVILION CROSS SECTION
SCALE: 1/4" = 1'-0"A2.03

9 PAVILION SECTION

N

1 6.28.2023 Plan Check Responses
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2x8 FASCIA

PREFINISHED 
METAL FASCIA 
FLASHING -  
CHARCOAL 
GREY

MEMBRANE 
FLASHING

MEMBRANE ROOF

LVL BLOCKING SEE 
STRUCTURAL

CURVED WIDE 
FLANGE BEAM

CONT. CLEAT

RADIUS HSS BEAM 
SEE STRUCTURAL

RADIUS STEEL 
DOOR TRACK
CASTER WHEEL

2"X2" ALUMINUM 
FRAME

TAPERED GLULAM 
BEAM

1' - 6"1' - 0"
CL CL

PHENOLIC 
ALUMINUM PANEL

3/4" HORIZONTAL 
ALUMINUM FURRING 
CHANNEL (DRAINABLE) 

RADIUS WELDED 
STEEL PLATE

2"

PRE-FINISHED 
METAL CAP 
FLASHING -
CHARCOAL GRAY

CURVED WIDE 
FLANGE BEAM

ROTATING STEEL 
HANGER WITH 
NEOPRENE WASHER 
(2) PER PANEL

SIGNAGE SEE 
LANDSCAPE 
DRAWINGS

ELEC. BIRD 
DETERRENT STRIP

2
"

10 1/4"

3
 1

/2
"

METAL DRIP 
EDGE FLASHING

PRE-FINISHED 
METAL GUTTER

LVL JOIST SEE STRUCTURAL

GLULAM BEAM SEE STRUCTURAL

2X8 FASCIA BOARD

PREFINISHED METAL DRIP 
EDGE FLASHING -
CHARCOAL GRAY

CONT CLEAT

LVL BLOCKING SEE STRUCTURAL

PLYWOOD SEE STRUCTURAL

MEMBRANE ROOFING, LAP OVER 
FLASHING

ELEC. BIRD DETERRENT STRIP

METAL DRIP EDGE FLASHING

VARIES

TAPERED 6X6 WOOD 
FIN

STEEL PLATE WELD 
TO HSS COLUMN

HSS COLUMN SEE 
STRUCTURAL PAINT 
FRENCH GREY

EXPANSION JOINT 
FILLER

STONE PAVERS

CONCRETE PLINTH  
SEE STRUCTURAL

GL

2
"

STEEL ANCHOR TAB FOR 
PROJECTOR SCREEN

BACKER ROD AND 
SEALANT

A.B

GLULAM BEAM

STEEL BEAM BRACKET 
PRE-FINISHED TO 
MATCH COLUMN

HSS COLUMN, SEE 
STRUCTURAL, PAINT 
FRENCH GREY 

TAPERED WOOD FIN 
FASTEN TO COLUMN

STEEL PLATE WELD TO 
HSS COLUMN

WOOD SHEATHING 
SEE STRUCTURAL

ROOF MEMBRANE

ROOF UNDERLAYMENT

HSS SEE STRUCTURAL, PAINT 
FRENCH GREY

STEEL PLATE WELD TO HSS, 
PAINT FRENCH GREY

TAPERED 6X6 WOOD FIN

GL

6
"

STEEL ANCHOR TAB FOR 
PROJECTOR SCREEN SEE 
PLAN FOR LOCATIONS

PRE-FINISHED FASCIA FLASHING 
WITH DRIP EDGE - CHARCOAL GRAY

2X FASCIA BOARD

MEMBRANE ROOFING 

BEAM PER STRUCTURAL

1X WOOD TRIM

SAMF FLASHING WRAP INTO 
OPENING

1/4" ETCHED GLAZING PANEL 
SET IN TRACK WITH SEALANT

HSS BEAM SEE 
STRUCTURAL

ALUM GLAZING TRACK

PRE-FINISHED METAL SILL 
FLASHING - CHARCOAL GRAY

SAMF WRAP INTO OPENING

WRB

CONT CLEAT

SIDING SEE ELEVATIONS

1' - 0"

1X TRIM BOARD -- PAINT 
CHARCOAL GRAY ON 1X PT 
FURRING STRIPS

2X OUTRIGGER SEE 
STRUCTURAL

PAINT UNDERSIDE OF 
OVERHANG 
CHARCOAL GRAY

BACKER ROD AND SEALANT ALL 
SIDES OF WINDOW

SEALANT ALL 
SIDES OF 
WINDOW

1X WOOD SILL

PRE-FINISHED METAL HEAD 
FLASHING

WRB LAP OVER FLASHING

PRE-FINISHED 
METAL FLASHING 
WITH DRIP EDGE -
CHARCOAL GRAY

MEMBRANE ROOF LAP 
OVER FLASHING PER 
ROOFING MFR

BEAM SEE 
STRUCTURAL

CONT CLEAT

SIDING SEE 
ELEVATIONS

WRB

2X FACIA BOARD

HSS BEAM SEE 
STRUCTURAL

STEEL DOOR TRACK

1' - 6"

2x OUTRIGGER SEE 
STRUCTURAL

1X6 TRIM BOARD ON 1X PT 
WOOD FURRING STRIPS -
PAINT CHARCOAL GRAY

UNDERSIDE OF EAVES -
PAINT CHARCOAL GRAY

PREFINISHED 
METAL GUTTER

GL

2
"

8
"

1' - 0"

1/2"

1" CHAMFER 

CONCRETE COLUMN 
BASE, SEE STRUCTURAL

EXPANSION JOINT FILLER

6"X6" TAPERED WOOD FIN 

HSS COLUMN SEE 
STRUCTURAL, PAINT FRENCH 
GREY

STEEL PLATE WELD TO HSS 
COLUMN

BACKER ROD AND SEALANT

B.2

ROOF BEAM, SEE STRUCTURAL

STEEL CONNECTION PLATE

ALUMINUM COMPOSITE PANEL

ALUMINUM COMPOSITE PANEL 
SUPPORT STRUCTURE

HSS COLUMN SEE 
STRUCTURAL, PAINT FRENCH 
GREY

TAPERED WOOD FIN FASTEN 
TO COLUMN

STEEL PLATE WELD TO HSS 
COLUMN

STEEL KNIFEPLATE BEYOND

ALUMINUM EDGE TRIM

GLULAM BEAM SEE 
STRUCTURE

ALUMINUM COMPOSITE PANEL

CHANNEL CLIP

ALUMINUM SUPPORT

GL

1' - 2"

ALUMINUM COMPOSITE PANEL

ALUMINUM CANOPY SUPPORT

CHANNEL CLIP TO 
STRUCTURE

GLULAM BEAM SEE 
STRUCTURE

9

A2.04

STEEL CHANNEL CAST 
INTO SLAB

SPRING LOADED 
CASTER WHEELS

CONCRETE SLAB 
ON GRADE

2"X2" ALUMINUM 
FRAME

PHENOLIC 
ALUMINUM PANEL

HORIZONTAL ALUMINUM 
FURRING CHANNEL 
(DRAINABLE) 

ROTATING PIN (2) 
PER EACH PANEL

WEEP HOLES

DRAIN CONNECTION 

DRAIN PIPE SEE 
CIVIL 

3"

METAL FLASHING WITH 
DRIP EDGE

1/4" DRAINAGE GAP

BENT STEEL PLATE 
CLOSURE PANEL

SIDING PER 
ELEVATIONS

SLIDING DOOR 
TRACKS

1/2" THREADED ROD 
WELD TO HSS 24" O.C 

HSS SEE 
STRUCTURAL

DRAINABLE FURRING 
CHANNEL

GL

BENT STEEL PLATE DOOR 
TRACK CLOSURE, PAINT 
FRENCH GREY

METAL DOOR TRACK

TAPERED 6X6 WOOD FIN

2X6 WOOD FIN

STEEL PLATE WELD TO 
HSS, PAINT FRENCH GREY

HSS SEE STRUCTURAL, 
PAINT FRENCH GREY

3
 1

/4
"

6"

A.2A.1

22 GA METAL SEISMIC JOINT 
COVER FASTEN TO BEAM, SET 
IN SEALANT

GLULAM BEAM SEE 
STRUCTURAL

STORAGE ROOF FRAMING

PREFINISHED METAL 
FLASHING WITH DRIP EDGE

STAGE ROOF FRAMING

ROOF MEMBRANE 
FLASHING OVER METAL 
FLASHING

PRE-FINISHED METAL 
FASCIA FLASHING

MEMRANE ROOF 
FLASHING OVER METAL 
FLASHING

STRUCT
SEE

CONT CLEAT

4
"

ELECTRIC BIRD DERRENT 
STRIP

METAL EDGE 
FLASHING

MEMRANE ROOF 

SLIDING PANEL PATTERN (EAST) 

FLASHING
CHARCOAL GRAY 
0070

VARIES

7
' 
- 

8
"

8
' 
- 

0
"

7' - 0"

SIDING PATTERN - STORAGE BUILDING

JASSMINE, 0654

IVORY, 0065

SAND, 0066

8" 1' - 8" 9" 6" 9" 1' - 0" 1' - 2" 6"

VARIES 6" 9" 1' - 0" 1' - 2" 6" 8"

HYGENIC BEIGE, 0627

SLIDING PANEL PATTERN (WEST) 

FLASHING
CHARCOAL GRAY 
0070

VARIES

7
' 
- 

8
"

JASSMINE, 0654

VARIES 6" 9" 1' - 0" 1' - 2" 6" 8"

6
"

FLASHING
CHARCOAL GRAY 0070

NOTE: EXPOSED 
FASTENERS TO 
MATCH PANEL COLOR

FLASHING PREFINISHED 
CHARCOAL GRAY

PHENOLIC ALUMINUM 
PANEL

2X2 ALUMINUM FRAME

1" DRAINABLE FURRING 
CHANNEL

2"

LOCKING PIN AT BASE OF 
PANEL

ROOF FRAMING

SIMPSON HU 66 HANGER 
EACH SIDE OF BLOCKING

6X6 WOOD BLOCKING 
ALIGN WITH RIGGING 
TRUSS

12" X12" X 96" 
RIGGING TRUSS

P1000 UNISTRUT, 
FASTEN TO BLOCKING 
WITH 4" (3/8") LAG BOLTS 
WITHIN 2" OF EACH END 

SPRING LOADED NUT

1/2" THREADED ROD 16" O.C 
(EA ONE PER BAY) PLACE 
CLOSE TO TRUSS FRAME

THREADED ROD LOOP 
HANGER

1
6

" 
M

A
X

V
A

R
IE

S

NOTE: MAX WIEGHT OF RIGGING 
AND LIGHTING COMBINED NOT TO 
EXCEED 500LBS

PRE-FINISHED METAL BASE 
FLASHING - CHARCOAL GRAY

DRAINABLE FURRING 
CHANNEL

WOOD SILL PLATE

VENT BLOCK WITH INSECT SCREEN

1
/4

"

M
IN4
"

M
IN2
"

FASTENER COLOR TO MATCH PANEL

SAM FLASHING

WALL PANEL SEE 
ELEVATIONS

P
lo

t D
at

e:

R
ev

it 
F

ile
:

808 SW Third Avenue, Suite 300
Portland, OR 97204

main 503.287.6825
www.otak.com
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A2.04

DETAILS

FINAL PLANS

PP, AP

SE

SCALE: 1 1/2" = 1'-0"A2.04

24 STAGE ROOF LOW - SECTION - DETAIL
SCALE: 1 1/2" = 1'-0"A2.04

19 STAGE HIGH ROOF - SECTION- DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

2 STAGE COLUMN BASE - SECTION DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

3 STAGE COLUMN TOP - SECTION DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

6 STAGE COLUMN- PLAN DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

13 STORAGE ROOF EDGE - SECTION DETAIL
SCALE: 1 1/2" = 1'-0"A2.04

18 STORAGE ROOF LOW END

SCALE: 1 1/2" = 1'-0"A2.04

7 PAVILION COLUMN BASE - SECTION DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

8 PAVILION COLUMN TOP - SECTION DETAIL

SCALE: 1 1/2" = 1'-0"A2.04

9 PAVILION ROOF PANEL JOINT - SECTION

SCALE: 1 1/2" = 1'-0"A2.04

10 PAVILION ROOF OVERHANG

SCALE: 1 1/2" = 1'-0"A2.04

23 STAGE PANEL TRACK SECTION

SCALE: 1 1/2" = 1'-0"A2.04

12 DOOR TRACK CLOSURE PANEL

SCALE: 1 1/2" = 1'-0"A2.04

1 STAGE COLUMN AT CLOSURE PANEL
SCALE: 1 1/2" = 1'-0"A2.04

16 LOWER ROOF TO BEAM SECTION
SCALE: 1/2" = 1'-0"A2.04

21 TYP PANEL PATTERN

SCALE: 3" = 1'-0"A2.04

17 SLIDING PANEL PLAN DETAIL

SCALE: 3" = 1'-0"A2.04

28 RIGGING TRUSS MOUNTING DETAIL

1 6.28.2023 Plan Check Responses

SCALE: 1 1/2" = 1'-0"A2.04

11 BASE OF WALL - SECTION DETAIL

7.11.23
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